
DESCRIPTION:
A complete range of dual entry cord end terminals in French, German and DIN colour ranges. 
Manufactured from tin plated electrolytic copper and available in a standard range or extra 
long range. Designed to accommodate two cables terminating in the same sleeve. They are 
ideal for looping conductors.
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STANDARDS: DIN 46288 Part 4.

SPECIFICATION:

MATERIAL: Tin Plated Electrolytic Copper. Halogen-Free Nylon

SERVICE TEMPERATURE RANGE: -40˚C to +105˚C
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DIMENSIONS (mm)

PART NO. COLOUR SIZE (mm2) D1 D3 L1 L2 S1 S2 PACK QTY

CEET 2 x 0.5 F White 2 x 0.50 1.5 4.7 15.0 8.0 0.15 0.25 500

CEET 2 x 0.5 G Orange 2 x 0.50 1.5 4.7 15.0 8.0 0.15 0.25 500

CEET 2 x 0.75 F Blue 2 x 0.75 1.8 5.0 15.0 8.0 0.15 0.25 500

CEET 2 x 0.75 G White 2 x 0.75 1.8 5.0 15.0 8.0 0.15 0.25 500

CEET 2 x 0.75 D Grey 2 x 0.75 1.8 5.0 15.0 8.0 0.15 0.25 500

CEET 2 x 1.0 G Yellow 2 x 1.00 2.05 5.4 15.0 8.0 0.15 0.30 500

CEET 2 x 1.0 F Red 2 x 1.00 2.05 5.4 15.0 8.0 0.15 0.30 500

CEET 2 x 1.5 F Black 2 x 1.50 2.3 6.6 16.0 8.0 0.15 0.30 500

CEET 2 x 1.5 G Red 2 x 1.50 2.3 6.6 16.0 8.0 0.15 0.30 500

CEET 2 x 2.5 G Blue 2 x 2.50 2.9 7.8 18.5 13.0 0.20 0.30 500

CEET 2 x 2.5 F Grey 2 x 2.50 2.9 7.8 18.5 13.0 0.20 0.30 500

CEET 2 x 4.0 Grey 2 x 4.0 3.8 8.8 23.0 12.0 0.20 0.40 500

CEET 2 x 6.0 Yellow 2 x 6.0 4.9 10.0 26.0 14.0 0.20 0.40 100

CEET 2 x 10.0 Red 2 x 10.0 6.5 13.0 26.0 14.0 0.20 0.40 100

CEET 2 x 16.0 Blue 2 x 16.0 8.3 18.4 30.0 14.0 0.20 0.40 100

DUAL ENTRY STANDARD


