
DESCRIPTION:

Stainless steel cable glands are sutiable for damanding enviroments offering excellent strain relief. 
They are IP68 rated offering protection against prolonged immersion under water. 

PART NUMBERS:

MATERIAL: Stainless Steel

SPECIFICATION:

PART NO. THREAD
SIZE

TD (hole
size mm)

TL (length
of thread)

CABLE 
RANGE 

(min-max)

PACK
QUANTITY

CSSG-M12 M12 x 1.5 12.0 6.0 3.0-6.5 1

CSSG-M16 M16 x 1.5 16.0 7.0 4.0-8.0 1

CSSG-M20 M20 x 1.5 20.0 8.0 6.0-12.0 1

CSSG-M25 M25 x 1.5 25.0 8.0 10.0-14.0 1

CSSG-M32 M32 x 1.5 32.0 9.0 13.0-18.0 1

CSSG-M40 M40 x 1.5 40.0 9.0 18.0-25.0 1

CSSG-M50 M50 x 1.5 50.0 9.0 22.0-32.0 1

CSSG-M63 M63 x 1.5 63.0 14.0 34.0-44.0 1
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PROTECTION CLASS: IP 68
TEMPERATURE RANGE: -40°C to +100°C

CLAMPING INSERT: Polyamide 6

SEALING RING: Neoprene

METRIC THREAD CABLE GLANDS

PART NUMBERS:

PART NO. THREAD SIZE DEPTH (mm) PACK QTY.

CSSGN-M12 M12 x 1.5 3.3 1

CSSGN-M16 M16 x 1.5 3.5 1

CSSGN-M20 M20 x 1.5 3.5 1

CSSGN-M25 M25 x 1.5 3.5 1

CSSGN-M32 M32 x 1.5 4.0 1

CSSGN-M40 M40 x 1.5 4.6 1

CSSGN-M50 M50 x 1.5 5.6 1

CSSGN-M63 M63 x 1.5 6.7 1

METRIC THREAD LOCKNUTS


