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Made from self-extinguishing PVC, this material has excellent flexibility which makes application 
quick and easy. A halogen-free type is now also available for use in critical areas. 

PART NUMBERS:

DIMENSIONS (mm)
PART 
NO.

A B C D E F PACK 
SIZE (m)

SM1 6.3 4.9 1.0 1.8 4.2 5.0 75

SM2 9.5 7.7 1.1 1.2 2.0 4.5 25

SPECIFICATION:

MATERIAL: PVC

SERVICE TEMPERATURE RANGE: -65˚C to +105˚C

INTERMITTENT TEMPERATURE: +130˚C

COLOUR OPTIONS: Black

FLAMMABILITY: Self-Extinguishing

BLACK GROMMET STRIP

HALOGEN-FREE BLACK GROMMET STRIP

PART NUMBERS:

DIMENSIONS (mm)
PART 
NO.

A B C D E F PACK 
SIZE (m)

SM1-ZH 6.3 4.9 1.0 1.8 4.2 5.0 75

SM2-ZH 9.5 7.7 1.1 1.2 2.0 4.5 25

SPECIFICATION:

MATERIAL: Halogen-Free Material

SERVICE TEMPERATURE RANGE: -40˚C to +105˚C

COLOUR OPTIONS: Black

FLAMMABILITY: Self-Extinguishing

LSOH
Low Smoke 

Zero 

Halogen


