
DESCRIPTION:

APPLICATIONS:
Ideal for general panel building, telecoms and utilities. 

COLOUR OPTIONS: Black on Yellow, Colour Coded

SPECIFICATION:

MATERIAL: Polyamide 6.6, Halogen-Free

SERVICE TEMPERATURE RANGE: -30˚C to +70˚C

PART NUMBERS:

The MOD 3 push on cable and wire marking system is designed to save assembly time and 
provide precise identification. The colour-coded system is suitable for marking cross-sections of 
between 0.5mm² and 6.0mm². Choose from either colour-coded markers with numbers or black 
on yellow markers with letters, all stamped with permanent identification. Side clipping design 
ensures precise alignment and fixes tightly to the cable. Supplied in boxes.

AVAILABLE MARKS:

PART NO. (BOXES) AVAILABLE MARKS FOR CABLE SIZE (mm2) BOX QTY

WC * ID1  Colour Coded 0-9 0.5 - 1.5 500

WC * ID1 Black on Yellow: A-Z, +, -, full 
stop, /

0.5 - 1.5 200

to
Black on 
Yellow (B/Y)

Colour 
Coded (C/C)

HF
Halogen

Free

WC * ID3 Colour Coded 0-9 4.0 - 6.0 500

WC * ID3 Black on Yellow: A-Z, +. -. full 
stop, /

4.0 - 6.0 200

WC * ID2 Colour Coded 0-9 1.5 - 2.5 500

WC * ID2 Black on Yellow: A-Z, +. -. full 
stop, / 

1.5 - 2.5 200
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