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Building installation wiring
For building installations, we offer a complete system
that revolves around the 10×3 copper rail and comprises
perfectly coordinated components: from installation
terminal blocks, neutral conductor terminal blocks and
distribution terminal blocks to comprehensive accessories
such as busbars and busbar holders.

General ordering data

 
Version , Stainless steel 1.4404 (316L), untreated
Order No. 2716000000
Type TS 35X7.5 2M/CRN 316L
GTIN (EAN) 4050118769210
Qty. 2 m
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_GB&ObjectID=2716000000
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Dimensions and weights
 
Depth 7.5 mm   Depth (inches) 0.295 inch
Height 35 mm   Height (inches) 1.378 inch
Width 2,000 mm   Width (inches) 78.74 inch
Net weight 340 g    
 

Mounting rail
 
Material Stainless steel 1.4404

(316L)
  Pre-punched mounting rail

No
Surface finish untreated   Thickness 1 mm
 

Classifications
 
ETIM 6.0 EC001285   ETIM 7.0 EC001285
ECLASS 9.0 27-40-06-02   ECLASS 9.1 27-40-06-02
ECLASS 10.0 27-40-06-02   ECLASS 11.0 27-40-06-02
 

Approvals
 
ROHS Conform
 

Downloads
 
Catalogues Catalogues in PDF-format
 

http://catalog.weidmueller.com/assets/LINK/Catalog.html

