
Technical Data
Original Instructions

Push-in Terminal Blocks Specifications
Bulletin Number 1492-P
14

Summary of Changes
This publication contains the following new or updated information. This list includes substantive updates only and is not intended to reflect 
all changes. 

Topic Page
Summary of Changes 1
Single-level, Feed-through Terminal Blocks 2
Single-level, Feed-through Grounding Terminal Blocks 19
Double-level, Feed-through Terminal Blocks 34
Three-level, Feed-through Terminal Blocks 46
Three-level, Feed-through Grounding Terminal Blocks 48
Four-level Feed-through Terminal Blocks 50
Disconnect Terminal Blocks 51
Sensor Terminal Blocks 57
Control Power Distribution Terminal Blocks 62
Single-level Flex Plug-in Terminal Blocks 88
Accessory Plug-in Terminal Blocks 94
Fuse Terminal Blocks 97
Ferrule Selection 100
Additional Resources 107

Topic Page
Added new terminal blocks specifications for 1492-PD2 34 
Added new terminal blocks specifications for 1492-PD2C 35 
Added new terminal blocks specifications for 1492-PDG2 40 
Added new terminal blocks specifications for 1492-PDG2C 41 
Added new terminal blocks specifications and wiring diagram for 1492-PDKD4 55 
Added new terminal blocks specifications and wiring diagram for 1492-PDGKD4 56 
Added new terminal blocks specifications for 1492-PFB4 97 
Added new terminal blocks specifications and wiring diagram for 1492-PDFB4 98
Added new terminal blocks specifications and wiring diagram for 1492-PDGFB4 99
Updated Terminal Blocks dimensions and Accessories tables Throughout



Push-in Terminal Block Specifications
Single-level, Feed-through Terminal Blocks

1492-P2

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 33.5 x 55 mm 

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-P2 100  Green 1492-P2-G 100

 Red 1492-P2-RE 100  Yellow 1492-P2-Y 100

 Blue 1492-P2-B 100  Orange 1492-P2-OR 100

 Black 1492-P2-BL 100  White 1492-P2-W 100

 Brown 1492-P2-BR 100

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 550V AC/DC

Maximum Current 13 A 17.5 A 15 A

Wire Range/ 
Rated Cross Section 26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing Temperature 
Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP2 50

Blue 1492-EBP2-B 50

Yellow 1492-EBP2-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP2-2 60

3-pole 1492-CJP2-3

20

4-pole 1492-CJP2-4

5-pole 1492-CJP2-5

6-pole 1492-CJP2-6

7-pole 1492-CJP2-7

8-pole 1492-CJP2-8

9-pole 1492-CJP2-9

10-pole 1492-CJP2-10

20-pole 1492-CJP2-20

50-pole 1492-CJP2-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark™ Advanced and ClearPlot® 
Basic Marker Cards 1492-MR3x10 (192/card) 5 cards

ClearMultiprint™ Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP2-2-RE.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P2T

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 33.5 x 61.5 mm 

Color Cat. No. Pkg.
Qty.

Color Cat. No. Pkg.
Qty.

 Gray 1492-P2T 50  Green 1492-P2T-G 50

 Red 1492-P2T-RE 50  Yellow 1492-P2T-Y 50

 Blue 1492-P2T-B 50  Orang 1492-P2T-OR 50

 Black 1492-P2T-BL 50  White 1492-P2T-W 50

 Brown 1492-P2T-BR 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 550V AC/DC

Maximum 
Current 13 A 17.5 A 15 A

Wire Range 
(Rated Cross 
Section)

26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip 
Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP2T 50

Blue 1492-EBP2T-B 50

Yellow 1492-EBP2T-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP2-2 60

3-pole 1492-CJP2-3

20

4-pole 1492-CJP2-4

5-pole 1492-CJP2-5

6-pole 1492-CJP2-6

7-pole 1492-CJP2-7

8-pole 1492-CJP2-8

9-pole 1492-CJP2-9

10-pole 1492-CJP2-10

20-pole 1492-CJP2-20

50-pole 1492-CJP2-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3x10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP2-2-RE.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P2Q

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 33.5 x 67.5 mm

Color Cat. No. Pkg.
Qty.

Color Cat. No. Pkg.
Qty.

 Gray 1492-P2Q 100  Green 1492-P2Q-G 100

 Red 1492-P2Q-RE 100  Yellow 1492-P2Q-Y 100

 Blue 1492-P2Q-B 100  Orange 1492-P2Q-OR 100

 Black 1492-P2Q-BL 100  White 1492-P2Q-W 100

 Brown 1492-P2Q-BR 100

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 550V AC/DC

Maximum Current 13 A 17.5 A 15 A

Wire Range 
(Rated Cross Section) 26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing Temperature 
Range -76…+266 °F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP2Q 50

Blue 1492-EBP2Q-B 50

Yellow 1492-EBP2Q-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP2-2 60

3-pole 1492-CJP2-3

20

4-pole 1492-CJP2-4

5-pole 1492-CJP2-5

6-pole 1492-CJP2-6

7-pole 1492-CJP2-7

8-pole 1492-CJP2-8

9-pole 1492-CJP2-9

10-pole 1492-CJP2-10

20-pole 1492-CJP2-20

50-pole 1492-CJP2-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3x10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP2-2-RE.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P3

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5 x 55 mm

Color Cat. No.
Pkg.
Qty.

Color Cat. No.
Pkg.
Qty.

 Gray 1492-P3 100  Green 1492-P3-G 100

 Red 1492-P3-RE 100  Yellow 1492-P3-Y 100

 Blue 1492-P3-B 100  Orang 1492-P3-OR 100

 Black 1492-P3-BL 100  White 1492-P3-W 100

 Brown 1492-P3-BR 100

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 24 A 21 A

Wire Range 
(Rated Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. 
Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP3 50

Blue 1492-EBP3-B 50

Yellow 1492-EBP3-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. 
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Push-in Terminal Block Specifications
1492-P3T

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5 x 66.5 mm

Color Cat. No. Pkg.
Qty.

Color Cat. No. Pkg.
Qty.

 Gray 1492-P3T 100  Green 1492-P3T-G 100

 Red 1492-P3T-RE 100  Yellow 1492-P3T-Y 100

 Blue 1492-P3T-B 100  Orang 1492-P3T-OR 100

 Black 1492-P3T-BL 100  White 1492-P3T-W 100

 Brown 1492-P3T-BR 100

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 24 A 21 A

Wire Range 
(Rated Cross 
Section)

28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP3T 50

Blue 1492-EBP3T-B 50

Yellow 1492-EBP3T-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP3-2-RE

Wiring Diagram

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P3Q

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5 x 77.5 mm

Color Cat. No. Pkg.
Qty.

Color Cat. No. Pkg.
Qty.

 Gray 1492-P3Q 100  Green 1492-P3Q-G 100

 Red 1492-P3Q-RE 100  Yellow 1492-P3Q-Y 100

 Blue 1492-P3Q-B 100  Orange 1492-P3Q-OR 100

 Black 1492-P3Q-BL 100  White 1492-P3Q-W 100

 Brown 1492-P3Q-BR 100

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 24 A 21 A

Wire Range (Rated 
Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature 
Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP3Q 50

Blue 1492-EBP3Q-B 50

Yellow 1492-EBP3Q-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP3-2-RE.

Wiring Diagram

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P4

Terminal Blocks—Dimensions (W x H x L): 6.1 x 39.5 x 60 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-P4 100  Green 1492-P4-G 100

 Red 1492-P4-RE 100  Yellow 1492-P4-Y 100

 Blue 1492-P4-B 100  Orange 1492-P4-OR 100

 Black 1492-P4-BL 100  White 1492-P4-W 100

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 30 A 32 A 30 A

Wire Range (Rated 
Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP4 50

Blue 1492-EBP4-B 50

Yellow 1492-EBP4-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP4-4-RE.

Wiring Diagram

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P4T

Terminal Blocks—Dimensions (W x H x L): 6.1 x 39.5 x 74 mm

Color Cat. No. Pkg.
Qty.

Color Cat. No. Pkg.
Qty.

 Gray 1492-P4T 50  Green 1492-P4T-G 50

 Red 1492-P4T-RE 50  Yellow 1492-P4T-Y 50

 Blue 1492-P4T-B 50  Orange 1492-P4T-OR 50

 Black 1492-P4T-BL 50  White 1492-P4T-W 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 30 A 32 A 30 A

Wire Range (Rated 
Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing Temperature 
Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP4T 20

Blue 1492-EBP4T-B 20

Yellow 1492-EBP4T-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP4-2-RE.

Wiring Diagram

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P4Q

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 39.5 x 87.5 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-P4Q 50  Green 1492-P4Q-G 50

 Red 1492-P4Q- 50  Yellow 1492-P4Q-Y 50

 Blue 1492-P4Q-B 50  Orange 1492-P4Q- 50

 Black 1492-P4Q- 50  White 1492-P4Q-W 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 30 A 32 A 30 A

Wire Range (Rated 
Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP4Q 20

Blue 1492-EBP4Q-B 20

Yellow 1492-EBP4Q-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.
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Push-in Terminal Block Specifications
1492-P6

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 8.1 x 45.5 x 66.5 mm

Color Cat. No.
Pkg.
Qty.

Color Cat. No.
Pkg.
Qty.

 Gray 1492-P6 50  Green 1492-P6-G 50

 Red 1492-P6- 50  Yellow 1492-P6-Y 50

 Blue 1492-P6-B 50  Orange 1492-P6-OR 50

 Black 1492-P6- 50  White 1492-P6-W 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 38 A 41 A 36 A

Wire Range (Rated 
Cross Section) 22…8 AWG 6 mm2 6 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 37 pcs/ft (123 pcs/m)

Housing 
Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP6 50

Blue 1492-EBP6-B 50

Yellow 1492-EBP6-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP6-2 60

3-pole 1492-CJP6-3 20

4-pole 1492-CJP6-4 60

6-pole 1492-CJP6-6
20

10-pole 1492-CJP6-10

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P6TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR8X10 (84/card) 5 cards

ClearMultiprint Markers 1492-MT8X8 (500/roll) 1 roll

(1) Available in orange as standard, to order in blue, add B to the catalog number listed: 
Example for a blue
2-pole center jumper, the catalog number is 1492-CJP6-2-B.

IMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P6T

Wiring Diagram

Terminal Blocks —Dimensions (W x H x L): 8.1 x 45.5 x 84.5 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-P6T 50  Green 1492-P6T-G 50

 Red 1492-P6T-RE 50  Yellow 1492-P6T-Y 50

 Blue 1492-P6T-B 50  Orange 1492-P6T-OR 50

 Black 1492-P6T-BL 50  White 1492-P6T-W 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 38 A 41 A 36 A

Wire Range
(Rated Cross Section) 22…8 AWG 6 mm2 6 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 37 pcs/ft (123 pcs/m)

Housing Temperature 
Range -76…+266 °F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP6T 50

Blue 1492-EBP6T-B 20

Yellow 1492-EBP6T-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP6-2 60

3-pole 1492-CJP6-3 20

4-pole 1492-CJP6-4 60

6-pole 1492-CJP6-6
20

10-pole 1492-CJP6-10

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P6TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR8X10 (84/card) 5 cards

ClearMultiprint Markers 1492-MT8X8 (500/roll) 1 roll

(1) Available in orange as standard, to order in blue, add B to the catalog number listed: 
Example for a blue
2-pole center jumper, the catalog number is 1492-CJP6-2-B.

IMPORTANTIMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P6D

Wiring Diagram

Terminal Blocks —Dimensions (W x H x L): 9 x 45.5 x 77 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-P6D 20  Blue 1492-P6D-B 20

Specifications — Single-level Feed-through Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 38 A 41 A 33 A

Wire Range
(Rated Cross Section) 22…8 AWG 6 mm2 6 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 34 pcs/ft (111 pcs/m)

Housing Temperature 
Range -76…+266 °F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Included as part of 1492-P6D or 1492-P6D-B

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN 
Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP2-2 20

1492-CJP3-2 60

3-pole
1492-CJP2-3 20

1492-CJP3-3 20

4-pole
1492-CJP2-4 20

1492-CJP3-4 20

5-pole
1492-CJP2-5 20

1492-CJP3-5 20

6-pole
1492-CJP2-6 20

1492-CJP3-6 20

7-pole
1492-CJP2-7 20

1492-CJP3-7 20

8-pole
1492-CJP2-8 20

1492-CJP3-8 20

9-pole
1492-CJP2-9 20

1492-CJP3-9 20

10-pole
1492-CJP2-10 20

1492-CJP3-10 20

20-pole
1492-CJP2-20 20

1492-CJP3-20 20

50-pole
1492-CJP2-50 20

1492-CJP3-50 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot 
Basic Marker Cards 1492-MR8X10 (84/card) 5 cards

ClearMultiprint Markers 1492-MT8X8 (500/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 
1492-CJP2-2-RE.

IMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
Rockwell Automation Publication 1492-TD017E-EN-P - November 2023 13



Push-in Terminal Block Specifications
1492-P10

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 10 x 51.5 x 80.5 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-P10 25  Green 1492-P10-G 25

 Red 1492-P10-RE 25  Yellow 1492-P10-Y 25

 Blue 1492-P10-B 25  Orange 1492-P10-OR 25

 Black 1492-P10-BL 25  White 1492-P10-W 25

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 1000V AC/DC 550V AC/DC

Maximum Current 55 A 57 A 52 A

Wire Range (Rated 
Cross Section) 20…6 AWG 10 mm2 10 mm2

Wire Strip Length 0.71 in. (18 mm)

Density 30 pcs/ft (100 pcs/m)

Housing 
Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBP10/16 20

Blue 1492-EBP10/16-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers

2-pole Orange 1492-CJP10-2 25

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P10TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards (1) 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT10X8 (370/roll) 1 roll

(1) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10T

Wiring Diagram

Terminal Blocks —Dimensions (W x H x L): 10x 51.5 x 102 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-P10T 25  Blue 1492-P10T-B 25

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 1000V AC/DC 550V AC/DC

Maximum Current 55 A 57 A 52 A

Wire Range
(Rated Cross Section) 20…6 AWG 10 mm2 10 mm2

Wire Strip Length 0.71 in. (18 mm)

Density 30 pcs/ft (100 pcs/m)

Housing Temperature 
Range -76…+266 °F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBP10/16T 20

Blue 1492-EBP10/16T-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers

2-pole Orange 1492-CJP10-2 25

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P10TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards (1) 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT10X8 (370/roll) 1 roll

(1) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
Rockwell Automation Publication 1492-TD017E-EN-P - November 2023 15



Push-in Terminal Block Specifications
1492-P16

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 12 x 51.5 x 80.5 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-P16 20  Green 1492-P16-G 20

 Red 1492-P16-RE 20  Yellow 1492-P16-Y 20

 Blue 1492-P16-B 20  Orange 1492-P16-OR 20

 Black 1492-P16-BL 20  White 1492-P16-W 20

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 1000V AC/DC 550V AC/DC

Maximum Current 62 A 76 A 64 A

Wire Range (Rated 
Cross Section) 18…6 AWG 16 mm2 16 mm2

Wire Strip Length 0.71 in. (18 mm)

Density 25 pcs/ft (83 pcs/m)

Housing 
Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBP10/16 20

Blue 1492-EBP10/16-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers

2-pole Orange 1492-CJP16-2 25

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P10TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards (1) 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT12X8 (320/roll) 1 roll

(1) Two marker card markers per terminal block are required.

IMPORTANT See page 105 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P16T

Wiring Diagram

Terminal Blocks —Dimensions (W x H x L): 12x 51.5 x 102 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-P16T 20  Blue 1492-P16T-B 20

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 1000V AC/DC 550V AC/DC

Maximum Current 62 A 76 A 64 A

Wire Range
(Rated Cross Section) 18…6 AWG 16 mm2 16 mm2

Wire Strip Length 0.71 in. (18 mm)

Density 25 pcs/ft (83 pcs/m)

Housing Temperature 
Range -76…+266 °F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBP10/16T 20

Blue 1492-EBP10/16T-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers

2-pole Orange 1492-CJP16-2 25

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P10TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(1) 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT12X8 (320/roll) 1 roll

(1) Two marker card markers per terminal block are required.

IMPORTANT See page 105 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P16D

Wiring Diagram

Terminal Blocks —Dimensions (W x H x L):12 x 51.5 x 95.5 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-P16D 20  Blue 1492-P16D-B 20

Specifications — Single-level Feed-through Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V

Maximum Current 62 A 76 A 69 A

Wire Range
(Rated Cross Section) 18…6 AWG 16 mm2 16 mm2

Wire Strip Length 0.71 in. (18 mm)

Density 25 pcs/ft (83 pcs/m)

Housing Temperature 
Range -76…+266 °F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Included as part of 1492-P16D/-

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Accessories Cat. No. Pkg. Qty.

Center Jumpers(1)

2-pole Orange

1492-CJP2-2 20

1492-CJP3-2 60

1492-CJP4-2 60

1492-CJP6-2 60

Center Jumpers(1)

3-pole

Orange

1492-CJP2-3 20

1492-CJP3-3 20

1492-CJP4-3 20

1492-CJP6-3 20

4-pole

1492-CJP2-4 20

1492-CJP3-4 20

1492-CJP4-4 20

1492-CJP6-4 60

5-pole
1492-CJP2-5 20

1492-CJP3-5 20

1492-CJP4-5 20

6-pole

1492-CJP2-6 20

1492-CJP3-6 20

1492-CJP4-6 20

1492-CJP6-6 20

7-pole
1492-CJP2-7 20

1492-CJP3-7 20

1492-CJP4-7 20

8-pole
1492-CJP2-8 20

1492-CJP3-8 20

1492-CJP4-8 20

9-pole
1492-CJP2-9 20

1492-CJP3-9 20

1492-CJP4-9 20

10-pole

1492-CJP2-10 20

1492-CJP3-10 20

1492-CJP4-10 20

1492-CJP6-10 20

20-pole
1492-CJP2-20 20

1492-CJP3-20 20

50-pole
1492-CJP2-50 20

1492-CJP3-50 20

1492-CJP4-50 5

Test Plugs

Start Test Plugs 1492-PTPS 50

Marking Systems
ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT12X8 (320/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP2-2-RE.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 105 for ferrule selection.
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Push-in Terminal Block Specifications
Single-level, Feed-through Grounding Terminal 
Blocks

1492-PG2

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 33.5 x 55 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG2 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 550V AC/DC

Wire Range 
(Rated Cross Section) 26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP2 50

Blue 1492-EBP2-B 50

Yellow 1492-EBP2-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumper(1)

2-pole

Orange

1492-CJP2-2

20

3-pole 1492-CJP2-3

4-pole 1492-CJP2-4

5-pole 1492-CJP2-5

6-pole 1492-CJP2-6

7-pole 1492-CJP2-7

8-pole 1492-CJP2-8

9-pole 1492-CJP2-9

10-pole 1492-CJP2-10

20-pole 1492-CJP2-20

50-pole 1492-CJP2-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed:  Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP2-2-RE.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG2T

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 33.5 x 61.5 mm

Color Cat. No. Pkg.
Qty.

 Green/Yellow 1492-PG2T 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 500V AC/DC

Wire Range 
(Rated Cross 
Section)

26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP2T 50

Blue 1492-EBP2T-B 50

Yellow 1492-EBP2T-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP2-2

20

3-pole 1492-CJP2-3

4-pole 1492-CJP2-4

5-pole 1492-CJP2-5

6-pole 1492-CJP2-6

7-pole 1492-CJP2-7

8-pole 1492-CJP2-8

9-pole 1492-CJP2-9

10-pole 1492-CJP2-10

20-pole 1492-CJP2-20

50-pole 1492-CJP2-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP2-2-RE.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG2Q

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 33.5 x 67.5 mm

Color Cat. No. Pkg.
Qty.

 Green/Yellow 1492-PG2Q 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 550V AC/DC

Wire Range 
(Rated Cross 
Section)

26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP2Q 50

Blue 1492-EBP2Q-B 50

Yellow 1492-EBP2Q-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP2-2

20

3-pole 1492-CJP2-3

4-pole 1492-CJP2-4

5-pole 1492-CJP2-5

6-pole 1492-CJP2-6

7-pole 1492-CJP2-7

8-pole 1492-CJP2-8

9-pole 1492-CJP2-9

10-pole 1492-CJP2-10

20-pole 1492-CJP2-20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-M3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP2-2-RE.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG3

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5 x 55 mm

Color Cat. No. Pkg.
Qty.

 Green/Yellow 1492-PG3 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Wire Range 
(Rated Cross 
Section)

28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP3 50

Blue 1492-EBP3-B 50

Yellow 1492-EBP3-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG3T

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5 x 66.5 mm

Color Cat. No. Pkg.
Qty.

 Green/Yellow 1492-PG3T 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Wire Range 
(Rated Cross 
Section)

28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP3T 50

Blue 1492-EBP3T-B 50

Yellow 1492-EBP3T-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG3Q

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5 x 77.5 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG3Q 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 26…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP3Q 50

Blue 1492-EBP3Q-B 50

Yellow 1492-EBP3Q-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG4

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 39.5 x 60 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG4 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP4 50

Blue 1492-EBP4-B 50

Yellow 1492-EBP4-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG4T

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 39.5 x 74 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG4T 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. 
Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP4T 20

Blue 1492-EBP4T-B 20

Yellow 1492-EBP4T-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. 

PE
26 Rockwell Automation Publication 1492-TD017E-EN-P - November 2023



Push-in Terminal Block Specifications
1492-PG4Q

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 39.5 x 87.5 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG4Q 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP4Q 20

Blue 1492-EBP4Q-B 20

Yellow 1492-EBP4Q-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed:  Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG6

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 8.1x 45.5 x 66.5 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG6 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 22…8 AWG 6 mm2 6 mm2

Wire Strip Length 0.47 in (12 mm)

Density 37 pcs/ft (123 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP6 50

Blue 1492-EBP6-B 50

Yellow 1492-EBP6-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP6-2 60

3-pole 1492-CJP6-3 20

4-pole 1492-CJP6-4 60

6-pole 1492-CJP6-6 20

10-pole 1492-CJP6-10 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P6TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR8X10 (84/card) 5 cards

ClearMultiprint Markers 1492-MT8X8 (500/roll) 1 roll

(1) Available in orange as standard, to order in blue, add -B suffix to the catalog number listed. 
Example for a blue 2-pole center jumper, the catalog number is 1492-CJP6-2-B.

IMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG6T

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 8.1x 45.5 x 84.5 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG6T 50

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 22…8 AWG 6 mm2 6 mm2

Wire Strip Length 0.47 in (12 mm)

Density 37 pcs/ft (123 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP6T 50

Blue 1492-EBP6T-B 20

Yellow 1492-EBP6T-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP6-2 60

3-pole 1492-CJP6-3 20

4-pole 1492-CJP6-4 60

6-pole 1492-CJP6-6 20

10-pole 1492-CJP6-10 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P6TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR8X10 (84/card) 5 cards

ClearMultiprint Markers 1492-MT8X8 (500/roll)  1 roll

(1) Available in orange as standard, to order in blue, add -B suffix to the catalog number listed. 
Example for a blue 2-pole center jumper, the catalog number is 1492-CJP6-2-B.

IMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG10

Wiring Diagram
Terminal Blocks—Dimensions (W x H x L): 10 x 51.5 x 80.5 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG10 25

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 1000V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 20…6 AWG 10 mm2 10 mm2

Wire Strip Length 0.71 in (18 mm)

Density 30 pcs/ft (100 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBP10/16 20

Blue 1492-EBP10/16-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers

2-pole Orange 1492-CJP10-2 25

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P10TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(1) 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT10X8 (370/roll) 1 roll

(1) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG10T

Wiring DiagramTerminal Blocks—Dimensions (W x H x L): 10 x 51.5 x 102 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG10T 25

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 1000V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 20…6 AWG 10 mm2 10 mm2

Wire Strip Length 0.71 in (18 mm)

Density 30 pcs/ft (100 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBP10/16T 20

Blue 1492-EBP10/16T-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers

2-pole Orange 1492-CJP10-2 25

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P10TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(1) 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT10X8 (370/roll)  1 roll

(1) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG16

Wiring Diagram
Terminal Blocks—Dimensions (W x H x L): 12 x 51.5 x 80.5 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG16 20

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 1000V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 18…6 AWG 16 mm2 16 mm2

Wire Strip Length 0.71 in (18 mm)

Density 25 pcs/ft (83 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Gray 1492-EBP10/16 20

Blue 1492-EBP10/16-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers

2-pole Orange 1492-CJP16-2 25

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P10TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(1) 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT12X8 (320/roll) 1 roll

(1) Two marker card markers per terminal block are required.

IMPORTANT See page 105 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG16T

Wiring DiagramTerminal Blocks—Dimensions (W x H x L): 12 x 51.5 x 102 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG16T 20

Specifications — Single-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 1000V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 18…6 AWG 16 mm2 16 mm2

Wire Strip Length 0.71 in (18 mm)

Density 25 pcs/ft (83 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBP10/16T 20

Blue 1492-EBP10/16T-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers

2-pole Orange 1492-CJP16-2 25

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P10TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(1) 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT12X8 (320/roll)  1 roll

(1) Two marker card markers per terminal block are required.

IMPORTANT See page 105 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
Double-level, Feed-through Terminal Blocks

1492-PD2

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 45 x 84 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PD2 50  Green 1492-PD2-G 50

 Red 1492-PD2-RE 50  Yellow 1492-PD2-Y 50

 Blue 1492-PD2-B 50  Orange 1492-PD2-OR 50

 Black 1492-PD2-BL 50  White 1492-PD2-W 50

Specifications — Double-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 440V AC/DC

Maximum Current 13 A 16 A 13.5 A

Wire Range 
(Rated Cross Section) 26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPD2 20

Blue 1492-EBPD2-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP2-2 60

3-pole 1492-CJP2-3

20

4-pole 1492-CJP2-4

5-pole 1492-CJP2-5

6-pole 1492-CJP2-6

7-pole 1492-CJP2-7

8-pole 1492-CJP2-8

9-pole 1492-CJP2-9

10-pole 1492-CJP2-10

20-pole 1492-CJP2-20

50-pole 1492-CJP2-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PD2C

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 45 x 84 mm

Color Cat. No. Pkg. Qty.

 Gray 1492-PD2C 50

 Blue 1492-PD2C-B 50

Specifications — Double-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 440V AC/DC

Maximum Current 13 A 16 A 13.5 A

Wire Range 
(Rated Cross Section) 26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPD2 20

Blue 1492-EBPD2-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP2-2 60

3-pole 1492-CJP2-3

20

4-pole 1492-CJP2-4

5-pole 1492-CJP2-5

6-pole 1492-CJP2-6

7-pole 1492-CJP2-7

8-pole 1492-CJP2-8

9-pole 1492-CJP2-9

10-pole 1492-CJP2-10

20-pole 1492-CJP2-20

50-pole 1492-CJP2-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PD3

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 50.5 x 90 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PD3 50  Green 1492-PD3-G 50

 Red 1492-PD3-RE 50  Yellow 1492-PD3-Y 50

 Blue 1492-PD3-B 50  Orange 1492-PD3-OR 50

 Black 1492-PD3-BL 50  White 1492-PD3-W 50

Specifications — Double-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 24 A 21 A

Wire Range 
(Rated Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBPD3 20

Blue 1492-EBPD3-B 20

Yellow 1492-EBPD3-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PD3C

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 50.5 x 90 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PD3C 50  Green 1492-PD3C-G 50

 Red 1492-PD3C-RE 50  Yellow 1492-PD3C-Y 50

 Blue 1492-PD3C-B 50  Orange 1492-PD3C-OR 50

 Black 1492-PD3C-BL 50  White 1492-PD3C-W 50

Specifications — Double-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 24 A 21 A

Wire Range 
(Rated Cross 
Section)

28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBPD3 20

Blue 1492-EBPD3-B 20

Yellow 1492-EBPD3-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PD4

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 53.5 x 100 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PD4 50  Green 1492-PD4-G 50

 Red 1492-PD4-RE 50  Yellow 1492-PD4-Y 50

 Blue 1492-PD4-B 50  Orange 1492-PD4-OR 50

 Black 1492-PD4-BL 50  White 1492-PD4-W 50

Specifications — Double-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 30 A 32 A 25 A

Wire Range 
(Rated Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPD4 20

Blue 1492-EBPD4-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PD4C

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 53.5 x 100 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PD4C 50  Blue 1492-PD4C-B 50

Specifications — Double-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 30 A 32 A 25 A

Wire Range 
(Rated Cross 
Section)

26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPD4 20

Blue 1492-EBPD4-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PDG2

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 45 x 84 mm

Color Cat. No. Pkg.
Qty.

 Gray 1492-PDG2 50

Specifications — Double-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 440V AC/DC

Maximum Current 13 A 16 A 13.5 A

Wire Range 
(Rated Cross 
Section)

26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPD2 20

Blue 1492-EBPD2-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP2-2 60

3-pole 1492-CJP2-3

20

4-pole 1492-CJP2-4

5-pole 1492-CJP2-5

6-pole 1492-CJP2-6

7-pole 1492-CJP2-7

8-pole 1492-CJP2-8

9-pole 1492-CJP2-9

10-pole 1492-CJP2-10

50-pole 1492-CJP2-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PDG2C

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 45 x 84 mm

Color Cat. No. Pkg.
Qty.

 Green/Yellow 1492-PDG2C 50

Specifications — Double-level Feed-through GroudingTerminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 440V AC/DC

Wire Range 
(Rated Cross 
Section)

26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPD2 20

Blue 1492-EBPD2-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP2-2 60

3-pole 1492-CJP2-3

20

4-pole 1492-CJP2-4

5-pole 1492-CJP2-5

6-pole 1492-CJP2-6

7-pole 1492-CJP2-7

8-pole 1492-CJP2-8

9-pole 1492-CJP2-9

10-pole 1492-CJP2-10

50-pole 1492-CJP2-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number is 1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PDG3

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1x 50.5 x 90 mm

Color Cat. No. Pkg.
Qty.

 Gray 1492-PDG3 50

Specifications — Double-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 24 A 21 A

Wire Range (Rated 
Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBPD3 20

Blue 1492-EBPD3-B 20

Yellow 1492-EBPD3-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PDG3C

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1x 50.5 x 90 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PDG3C 50

Specifications — Double-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBPD3 20

Blue 1492-EBPD3-B 20

Yellow 1492-EBPD3-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP2-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.

PE
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Push-in Terminal Block Specifications
1492-PDG4

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1x 53.5 x 100 mm

Color Cat. No. Pkg.
Qty.

 Gray 1492-PDG4 50

Specifications — Double-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 30 A 32 A 25 A

Wire Range (Rated 
Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPD4 20

Blue 1492-EBPD4-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN 
Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
is 1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.

PE
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Push-in Terminal Block Specifications
1492-PDG4C

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1x 53.5 x 100 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PDG4C 50

Specifications — Double-level Feed-through Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Wire Range (Rated 
Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature 
Range

-76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPD4 20

Blue 1492-EBPD4-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.

PE
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Push-in Terminal Block Specifications
Three-level, Feed-through Terminal Blocks

1492-PT3

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 64.5 x 116 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PT3 50  Blue 1492-PT3-B 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 22 A 19 A

Wire Range 
(Rated Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPT3 20

Blue 1492-EBPT3-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed:  Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PT3C

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 64.5 x 116 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PT3C 50  Blue 1492-PT3C-B 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 24 A 19 A

Wire Range 
(Rated Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPT3 20

Blue 1492-EBPT3-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed:  Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
Three-level, Feed-through Grounding Terminal 
Blocks

1492-PTG3

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 64.5 x 116 mm

Color Cat. No. Pkg.
Qty.

 Gray 1492-PTG3 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 24 A 19 A

Wire Range 
(Rated Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPT3 20

Blue 1492-EBPT3-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed:  Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PTG3C

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 64.5 x 116 mm

Color Cat. No. Pkg.
Qty.

 Green/Yellow 1492-PTG3C 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 24 A 19 A

Wire Range 
(Rated Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPT3 20

Blue 1492-EBPT3-B 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed:  Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications

Four-level Feed-through Terminal Blocks

1492-PQ3

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 88.5 x 107 mm

Color Cat. No. Pkg.
Qty.

 Gray 1492-PQ3 50

 Gray 1492-PQ3-800 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating, -PQ3 600V AC/DC 690V AC/DC 440V AC/DC

Voltage Rating, -PQ3-800 600V AC/DC 800V AC/DC 550V AC/DC

Maximum Current 20 A 22 A 19 A

Wire Range 
(Rated Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Gray
1492-EBPQ3 20

Included as part of 1492-PQ3-800

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed:  Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number is 
1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.



Push-in Terminal Block Specifications
Disconnect Terminal Blocks

1492-PKD3

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 37.65 x 77.5 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PKD3 50  Blue 1492-PKD3-B 50

Specifications — Single-level Disconnect Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 400V AC/DC

Maximum Current 20 A 20 A 20 A

Wire Range (Rated 
Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature 
Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP3Q 50

Blue 1492-EBP3Q-B 50

Yellow 1492-EBP3Q-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PKD3T

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 37.65 x 84.5 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PKD3T 50  Blue 1492-PKD3T-B 50

Specifications — Single-level Feed-through Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 400V AC/DC

Maximum Current 20 A 20 A 20 A

Wire Range (Rated Cross 
Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature 
Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPKD3T 50

Blue 1492-EBPKD3T-B 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PKD3Q

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 37.65 x 96 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PKD3Q 50  Blue 1492-PKD3Q-B 50

Specifications — Single-level Disconnect Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 400V AC/DC

Maximum Current 20 A 20 A 20 A

Wire Range (Rated 
Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature 
Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Gray 1492-EBPKD3Q 50

Blue 1492-EBPKD3Q-B 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards

1492-MR5X8 (120/card) 
(120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PKD4

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 41 x 74 mm

Color Cat. No. Pkg.
Qty. Color Cat. No. Pkg.

Qty.

 Gray 1492-PKD4 50  Blue 1492-PKD4-B 50

Specifications — Single-level Disconnect Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 500V AC/DC 400V AC/DC

Maximum Current 20 A 24 A 20 A

Wire Range (Rated 
Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 49 pcs/ft (163 pcs/m)

Housing Temperature 
Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Gray 1492-EBP4T 20

Blue 1492-EBP4T-B 20

Yellow 1492-EBP4T-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
54 Rockwell Automation Publication 1492-TD017E-EN-P - November 2023



Push-in Terminal Block Specifications
1492-PDKD4

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 56.5 x 126.5 mm

Color Cat. No. Pkg. Qty.

 Gray 1492-PDKD4 50

Specifications — Double-level Disconnect Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 250V AC/DC

Maximum Current 25 A 20 A 20 A

Wire Range (Rated 
Cross Section) 26 AWG…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing Temperature 
Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Gray 1492-EBPDFB4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PDGKD4

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 56.5 x 126.5 mm

Color Cat. No. Pkg. Qty.

 Gray 1492-PDGKD4 50

Specifications — Double-level Disconnect Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 250V AC/DC

Maximum Current 25 A 20 A 20 A

Wire Range (Rated 
Cross Section) 26 AWG…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing Temperature 
Range -76…+266°F (-60…+130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Gray 1492-EBPDFB4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP4-2-RE.

IMPORTANT See page 102 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
Sensor Terminal Blocks

1492-PS2-2

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 42 x 80 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-PS2-2 100

Specifications — Sensor Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 220V AC/DC

Maximum Current 13 A 13.5 A 12 A

Wire Range (Rated 
Cross Section) 26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBPS-3 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP2-2-B 20

Red 1492-CJP2-2-RE 20

3-pole Blue 1492-CJP2-3-B 20

Red 1492-CJP2-3-RE 20

4-pole
Blue 1492-CJP2-4-B 20

Red 1492-CJP2-4-RE 20

5-pole Blue 1492-CJP2-5-B 20

Red 1492-CJP2-5-RE 20

6-pole
Blue 1492-CJP2-6-B 20

Red 1492-CJP2-6-RE 20

7-pole
Blue 1492-CJP2-7-B 20

Red 1492-CJP2-7-RE 20

8-pole
Blue 1492-CJP2-8-B 20

Red 1492-CJP2-8-RE 20

9-pole
Blue 1492-CJP2-9-B 20

Red 1492-CJP2-9-RE 20

10-pole
Blue 1492-CJP2-10-B 20

Red 1492-CJP2-10-RE 20

20-pole
Blue 1492-CJP2-20-B 20

Red 1492-CJP2-20-RE 20

50-pole
Blue 1492-CJP2-50-B 20

Red 1492-CJP2-50-RE 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange, to order remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications 
1492-PS2-3

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 42 x 80 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-PS2-3 100

Specifications — Sensor Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 220V AC/DC

Maximum Current 13 A 13.5 A 12 A

Wire Range (Rated Cross 
Section) 26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing Temperature 
Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBPS-3 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP2-2-B 20

Red 1492-CJP2-2-RE 20

3-pole Blue 1492-CJP2-3-B 20

Red 1492-CJP2-3-RE 20

4-pole
Blue 1492-CJP2-4-B 20

Red 1492-CJP2-4-RE 20

5-pole Blue 1492-CJP2-5-B 20

Red 1492-CJP2-5-RE 20

6-pole
Blue 1492-CJP2-6-B 20

Red 1492-CJP2-6-RE 20

7-pole
Blue 1492-CJP2-7-B 20

Red 1492-CJP2-7-RE 20

8-pole
Blue 1492-CJP2-8-B 20

Red 1492-CJP2-8-RE 20

9-pole
Blue 1492-CJP2-9-B 20

Red 1492-CJP2-9-RE 20

10-pole
Blue 1492-CJP2-10-B 20

Red 1492-CJP2-10-RE 20

20-pole
Blue 1492-CJP2-20-B 20

Red 1492-CJP2-20-RE 20

50-pole
Blue 1492-CJP2-50-B 20

Red 1492-CJP2-50-RE 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange, to order remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PSG2-3

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 42 x 80 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-PSG2-3 100

Specifications — Sensor with Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 220V AC/DC

Maximum Current 13 A 13.5 A 12 A

Wire Range (Rated 
Cross Section) 26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing Temperature 
Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBPS-3 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP2-2-B 20

Red 1492-CJP2-2-RE 20

3-pole Blue 1492-CJP2-3-B 20

Red 1492-CJP2-3-RE 20

4-pole
Blue 1492-CJP2-4-B 20

Red 1492-CJP2-4-RE 20

5-pole Blue 1492-CJP2-5-B 20

Red 1492-CJP2-5-RE 20

6-pole
Blue 1492-CJP2-6-B 20

Red 1492-CJP2-6-RE 20

7-pole
Blue 1492-CJP2-7-B 20

Red 1492-CJP2-7-RE 20

8-pole
Blue 1492-CJP2-8-B 20

Red 1492-CJP2-8-RE 20

9-pole
Blue 1492-CJP2-9-B 20

Red 1492-CJP2-9-RE 20

10-pole
Blue 1492-CJP2-10-B 20

Red 1492-CJP2-10-RE 20

20-pole
Blue 1492-CJP2-20-B 20

Red 1492-CJP2-20-RE 20

50-pole
Blue 1492-CJP2-50-B 20

Red 1492-CJP2-50-RE 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange, to order remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications 
1492-PS2-4

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 49.5 x 110 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-PS2-4 100

Specifications — Sensor Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 220V AC/DC

Maximum Current 13 A 13.5 A 12 A

Wire Range (Rated 
Cross Section) 26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBPS-4 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP2-2-B 20

Red 1492-CJP2-2-RE 20

3-pole Blue 1492-CJP2-3-B 20

Red 1492-CJP2-3-RE 20

4-pole
Blue 1492-CJP2-4-B 20

Red 1492-CJP2-4-RE 20

5-pole Blue 1492-CJP2-5-B 20

Red 1492-CJP2-5-RE 20

6-pole
Blue 1492-CJP2-6-B 20

Red 1492-CJP2-6-RE 20

7-pole
Blue 1492-CJP2-7-B 20

Red 1492-CJP2-7-RE 20

8-pole
Blue 1492-CJP2-8-B 20

Red 1492-CJP2-8-RE 20

9-pole
Blue 1492-CJP2-9-B 20

Red 1492-CJP2-9-RE 20

10-pole
Blue 1492-CJP2-10-B 20

Red 1492-CJP2-10-RE 20

20-pole
Blue 1492-CJP2-20-B 20

Red 1492-CJP2-20-RE 20

50-pole
Blue 1492-CJP2-50-B 20

Red 1492-CJP2-50-RE 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange. To order,  remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PSG2-4

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5 x 45x 89 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-PSG2-4 100

Specifications — Sensor with Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 220V AC/DC

Maximum Current 13 A 13.5 A 12 A

Wire Range (Rated 
Cross Section) 26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing Temperature 
Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBPGS-4 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP2-2-B 20

Red 1492-CJP2-2-RE 20

3-pole Blue 1492-CJP2-3-B 20

Red 1492-CJP2-3-RE 20

4-pole
Blue 1492-CJP2-4-B 20

Red 1492-CJP2-4-RE 20

5-pole Blue 1492-CJP2-5-B 20

Red 1492-CJP2-5-RE 20

6-pole
Blue 1492-CJP2-6-B 20

Red 1492-CJP2-6-RE 20

7-pole
Blue 1492-CJP2-7-B 20

Red 1492-CJP2-7-RE 20

8-pole
Blue 1492-CJP2-8-B 20

Red 1492-CJP2-8-RE 20

9-pole
Blue 1492-CJP2-9-B 20

Red 1492-CJP2-9-RE 20

10-pole
Blue 1492-CJP2-10-B 20

Red 1492-CJP2-10-RE 20

20-pole
Blue 1492-CJP2-20-B 20

Red 1492-CJP2-20-RE 20

50-pole
Blue 1492-CJP2-50-B 20

Red 1492-CJP2-50-RE 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P2TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange, to order remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
Control Power Distribution Terminal Blocks

1492-P6PD2S-1B

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 8.1 x 48 x 85.5 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P6PD2S-1B 20

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 550V AC/DC

Maximum Current 36 A 41 A 33 A

Wire Range 
(Rated Cross 
Section)

22…8 AWG 6 mm2 6 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 37 pcs/ft (123 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP6PD2 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Blue 

1492-CJP2-2-B

20

3-pole 1492-CJP2-3-B

4-pole 1492-CJP2-4-B

5-pole 1492-CJP2-5-B

6-pole 1492-CJP2-6-B

7-pole 1492-CJP2-7-B

8-pole 1492-CJP2-8-B

9-pole 1492-CJP2-9-B

10-pole 1492-CJP2-10-B

20-pole 1492-CJP2-20-B

50-pole 1492-CJP2-50-B

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR8X10 (84/card) 5 cards

ClearMultiprint Markers 1492-MT8X8 (500/roll) 1 roll

(1) Available in orange, to order remove the -B suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P6PD2S-1RE

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 8.1 x 48 x 85.5 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P6PD2S-1RE 20

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 550V AC/DC

Maximum Current 36 A 41 A 33 A

Wire Range 
(Rated Cross 
Section)

22…8 AWG 6 mm2 6 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 37 pcs/ft (123 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP6PD2 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Red

1492-CJP2-2-RE

20

3-pole 1492-CJP2-3-RE

4-pole 1492-CJP2-4-RE

5-pole 1492-CJP2-5-RE

6-pole 1492-CJP2-6-RE

7-pole 1492-CJP2-7-RE

8-pole 1492-CJP2-8-RE

9-pole 1492-CJP2-9-RE

10-pole 1492-CJP2-10-RE

20-pole 1492-CJP2-20-RE

50-pole 1492-CJP2-50-RE

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR8X10 (84/card) 5 cards

ClearMultiprint Markers 1492-MT8X8 (500/roll) 1 roll

(1) Available in orange, to order remove the -RE suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG6PD2S  

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 8.1 x 48 x 85.5 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-PG6PD2S 20

Specifications — Control Power Distribution with Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 550V AC/DC

Wire Range 
(Rated Cross 
Section)

22…8 AWG 6 mm2 6 mm2

Wire Strip 
Length 0.47 in. (12 mm)

Density 37 pcs/ft (123 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP6PD2 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Blue 

1492-CJP2-2-B

20

3-pole 1492-CJP2-3-B

4-pole 1492-CJP2-4-B

5-pole 1492-CJP2-5-B

6-pole 1492-CJP2-6-B

7-pole 1492-CJP2-7-B

8-pole 1492-CJP2-8-B

9-pole 1492-CJP2-9-B

10-pole 1492-CJP2-10-B

20-pole 1492-CJP2-20-B

50-pole 1492-CJP2-50-B

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR8X10 (84/card) 5 cards

ClearMultiprint Markers 1492-MT8X8 (500/roll) 1 roll

(1) Available in orange, to order remove the -B suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P6PD2E-6B

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5x 48 x 85.5 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P6PD2E-6B 50

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 550V AC/DC

Maximum Current 13 A 17.5 A 13 A

Wire Range 
(Rated Cross 
Section)

26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP6PD2 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Blue 

1492-CJP2-2-B

20

3-pole 1492-CJP2-3-B

4-pole 1492-CJP2-4-B

5-pole 1492-CJP2-5-B

6-pole 1492-CJP2-6-B

7-pole 1492-CJP2-7-B

8-pole 1492-CJP2-8-B

9-pole 1492-CJP2-9-B

10-pole 1492-CJP2-10-B

20-pole 1492-CJP2-20-B

50-pole 1492-CJP2-50-B

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange, to order remove the -B suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P6PD2E-6RE

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5x 48 x 85.5 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P6PD2E-6RE 50

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 500V AC/DC 550V AC/DC

Maximum Current 13 A 17.5 A 13 A

Wire Range 
(Rated Cross 
Section)

26…14 AWG 1.5 mm2 1.5 mm2

Wire Strip Length 0.31 in. (8 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP6PD2 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Red

1492-CJP2-2-RE

20

3-pole 1492-CJP2-3-RE

4-pole 1492-CJP2-4-RE

5-pole 1492-CJP2-5-RE

6-pole 1492-CJP2-6-RE

7-pole 1492-CJP2-7-RE

8-pole 1492-CJP2-8-RE

9-pole 1492-CJP2-9-RE

10-pole 1492-CJP2-10-RE

20-pole 1492-CJP2-20-RE

50-pole 1492-CJP2-50-RE

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange, to order remove the -RE suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P6PD2S-1B1RE

Wiring Diagram 

Terminal Blocks—Dimensions (W x H x L): 8.1 x 48 x 96 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P6PD2S-1B1RE 20

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 220V AC/DC

Maximum Current 36 A 41 A 33 A

Wire Range (Rated 
Cross Section) 22…8 AWG 6 mm2 6 mm2 

Wire Strip Length 0.47 in. (12 mm)

Density 37 pcs/ft (123 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP6PD2-BRE 20

End Retainer 
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Heavy Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP2-2-B 20

Red 1492-CJP2-2-RE 20

3-pole Blue 1492-CJP2-3-B 20

Red 1492-CJP2-3-RE 20

4-pole
Blue 1492-CJP2-4-B 20

Red 1492-CJP2-4-RE 20

5-pole Blue 1492-CJP2-5-B 20

Red 1492-CJP2-5-RE 20

6-pole
Blue 1492-CJP2-6-B 20

Red 1492-CJP2-6-RE 20

7-pole
Blue 1492-CJP2-7-B 20

Red 1492-CJP2-7-RE 20

8-pole
Blue 1492-CJP2-8-B 20

Red 1492-CJP2-8-RE 20

9-pole
Blue 1492-CJP2-9-B 20

Red 1492-CJP2-9-RE 20

10-pole
Blue 1492-CJP2-10-B 20

Red 1492-CJP2-10-RE 20

20-pole
Blue 1492-CJP2-20-B 20

Red 1492-CJP2-20-RE 20

50-pole
Blue 1492-CJP2-50-B 20

Red 1492-CJP2-50-RE 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR8X10 (84/card) 5 cards

ClearMultiprint Markers 1492-MT8X8 (600/roll) 1 roll

(1) Available in orange, to order remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P6PD2S-1RE1G

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 8.1 x 48 x 96 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-P6PD2S-1RE1G 20

Specifications — Control Power Distribution with Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 220V AC/DC

Maximum Current 36 A 41 A 33 A

Wire Range (Rated 
Cross Section) 22…8 AWG 6 mm2 6 mm2 

Wire Strip Length 0.47 in. (12 mm)

Density 37 pcs/ft (123 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP6PD2-BRE 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP2-2-B 20

Red 1492-CJP2-2-RE 20

3-pole Blue 1492-CJP2-3-B 20

Red 1492-CJP2-3-RE 20

4-pole
Blue 1492-CJP2-4-B 20

Red 1492-CJP2-4-RE 20

5-pole Blue 1492-CJP2-5-B 20

Red 1492-CJP2-5-RE 20

6-pole
Blue 1492-CJP2-6-B 20

Red 1492-CJP2-6-RE 20

7-pole
Blue 1492-CJP2-7-B 20

Red 1492-CJP2-7-RE 20

8-pole
Blue 1492-CJP2-8-B 20

Red 1492-CJP2-8-RE 20

9-pole
Blue 1492-CJP2-9-B 20

Red 1492-CJP2-9-RE 20

10-pole
Blue 1492-CJP2-10-B 20

Red 1492-CJP2-10-RE 20

20-pole
Blue 1492-CJP2-20-B 20

Red 1492-CJP2-20-RE 20

50-pole
Blue 1492-CJP2-50-B 20

Red 1492-CJP2-50-RE 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR8X10 (84/card) 5 cards

ClearMultiprint Markers 1492-MT8X8 (600/roll) 1 roll

(1) Available in orange, to order remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.

FE
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Push-in Terminal Block Specifications
1492-P6PD2E-3B3RE

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 3.5x 48 x 96 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-P6PD2E-3B3RE 50

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 220V AC/DC

Maximum Current 13 A 16 A 13 A

Wire Range (Rated 
Cross Section) 26…14 AWG 1.5 mm2 1.5 mm2 

Wire Strip Length 0.31 in. (12 mm)

Density 87 pcs/ft (285 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP6PD2-BRE 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP2-2-B 20

Red 1492-CJP2-2-RE 20

3-pole Blue 1492-CJP2-3-B 20

Red 1492-CJP2-3-RE 20

4-pole
Blue 1492-CJP2-4-B 20

Red 1492-CJP2-4-RE 20

5-pole Blue 1492-CJP2-5-B 20

Red 1492-CJP2-5-RE 20

6-pole
Blue 1492-CJP2-6-B 20

Red 1492-CJP2-6-RE 20

7-pole
Blue 1492-CJP2-7-B 20

Red 1492-CJP2-7-RE 20

8-pole
Blue 1492-CJP2-8-B 20

Red 1492-CJP2-8-RE 20

9-pole
Blue 1492-CJP2-9-B 20

Red 1492-CJP2-9-RE 20

10-pole
Blue 1492-CJP2-10-B 20

Red 1492-CJP2-10-RE 20

20-pole
Blue 1492-CJP2-20-B 20

Red 1492-CJP2-20-RE 20

50-pole
Blue 1492-CJP2-50-B 20

Red 1492-CJP2-50-RE 20

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR3X10 (192/card) 5 cards

ClearMultiprint Markers 1492-MT3X8 (1000/roll) 1 roll

(1) Available in orange, to order remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP2-2.

IMPORTANT See page 100 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD3S-1B

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 10 x 54 x 89 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-P10PD3S-1B 20

Specifications — Control Power Distribution Terminal Block

Certification
s /CSA IEC ATEX

Voltage 
Rating 600V AC/DC 800V AC/DC 690V AC/DC

Maximum 
Current 51 A 57 A 45 A

Wire Range 
(Rated Cross 
Section)

20…6 AWG 10 mm2 10 mm2 

Wire Strip 
Length 0.71 (18 mm)

Density 30 pcs/ft (100 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD3 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Blue 

1492-CJP3-2-B 60

3-pole 1492-CJP3-3-B

20

4-pole 1492-CJP3-4-B

5-pole 1492-CJP3-5-B

6-pole 1492-CJP3-6-B

7-pole 1492-CJP3-7-B

8-pole 1492-CJP3-8-B

9-pole 1492-CJP3-9-B

10-pole 1492-CJP3-10-B

20-pole 1492-CJP3-20-B

50-pole 1492-CJP3-50-B

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT10X8 (370/roll) 1 roll

(1) Available in orange, to order remove the -B suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP3-2.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD3S-1RE

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 10 x 54 x 89 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P10PD3S-1RE 20

Specifications — Control Power Distribution Terminal Block

Certification
s /CSA IEC ATEX

Voltage 
Rating 600V AC/DC 800V AC/DC 690V AC/DC

Maximum 
Current 51 A 57 A 45 A

Wire Range 
(Rated Cross 
Section)

20…6 AWG 10 mm2 10 mm2 

Wire Strip 
Length 0.71 (18 mm)

Density 30 pcs/ft (100 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD3 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Red

1492-CJP3-2-RE 60

3-pole 1492-CJP3-3-RE

20

4-pole 1492-CJP3-4-RE

5-pole 1492-CJP3-5-RE

6-pole 1492-CJP3-6-RE

7-pole 1492-CJP3-7-RE

8-pole 1492-CJP3-8-RE

9-pole 1492-CJP3-9-RE

10-pole 1492-CJP3-10-RE

20-pole 1492-CJP3-20-RE

50-pole 1492-CJP3-50-RE

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT10X8 (370/roll) 1 roll

(1) Available in orange, to order remove the -RE suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP3-2.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG10PD3S 

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 10 x 54 x 89 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-PG10PD3S 20

Specifications — Control Power Distribution with Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 690V AC/DC

Wire Range (Rated 
Cross Section) 20…6 AWG 10 mm2 10 mm2 

Wire Strip Length 0.71 (18 mm)

Density 30 pcs/ft (100 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD3 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Blue 

1492-CJP3-2-B 60

3-pole 1492-CJP3-3-B

20

4-pole 1492-CJP3-4-B

5-pole 1492-CJP3-5-B

6-pole 1492-CJP3-6-B

7-pole 1492-CJP3-7-B

8-pole 1492-CJP3-8-B

9-pole 1492-CJP3-9-B

10-pole 1492-CJP3-10-B

20-pole 1492-CJP3-20-B

50-pole 1492-CJP3-50-B

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT10X8 (370/roll) 1 roll

(1) Available in orange, to order remove the -B suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP3-2.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD3E- 5B

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 54x 89 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P10PD3E-5B 50

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 690V AC/DC

Maximum Current 20 A 24 A 20 A

Wire Range (Rated 
Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2 

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD3 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Blue 

1492-CJP3-2-B 60

3-pole 1492-CJP3-3-B

20

4-pole 1492-CJP3-4-B

5-pole 1492-CJP3-5-B

6-pole 1492-CJP3-6-B

7-pole 1492-CJP3-7-B

8-pole 1492-CJP3-8-B

9-pole 1492-CJP3-9-B

10-pole 1492-CJP3-10-B

20-pole 1492-CJP3-20-B

50-pole 1492-CJP3-50-B

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange, to order remove the -B suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP3-2.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD3E-5RE

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 54x 89 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P10PD3E-5RE 50

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 690V AC/DC

Maximum Current 20 A 24 A 20 A

Wire Range (Rated 
Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2 

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD3 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Red

1492-CJP3-2-RE 60

3-pole 1492-CJP3-3-RE

20

4-pole 1492-CJP3-4-RE

5-pole 1492-CJP3-5-RE

6-pole 1492-CJP3-6-RE

7-pole 1492-CJP3-7-RE

8-pole 1492-CJP3-8-RE

9-pole 1492-CJP3-9-RE

10-pole 1492-CJP3-10-RE

20-pole 1492-CJP3-20-RE

50-pole 1492-CJP3-50-RE

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange, to order remove the -RE suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP3-2.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD3S-1B1RE 

Wiring Diagram 

Terminal Blocks—Dimensions (W x H x L): 10 x 54 x 94 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-P10PD3S-1B1RE 20

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 500V AC/DC 352V AC/DC

Maximum Current 51 A 41 A 45 A

Wire Range (Rated 
Cross Section) 20…6 AWG 10 mm2 10 mm2 

Wire Strip Length 0.71 in. (18 mm)

Density 30 pcs/ft (100 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD3-BRE 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP3-2-B 60

Red 1492-CJP3-2-RE 60

3-pole Blue 1492-CJP3-3-B 20

Red 1492-CJP3-3-RE 20

4-pole
Blue 1492-CJP3-4-B 20

Red 1492-CJP3-4-RE 20

5-pole Blue 1492-CJP3-5-B 20

Red 1492-CJP3-5-RE 20

6-pole
Blue 1492-CJP3-6-B 20

Red 1492-CJP3-6-RE 20

7-pole
Blue 1492-CJP3-7-B 20

Red 1492-CJP3-7-RE 20

8-pole
Blue 1492-CJP3-8-B 20

Red 1492-CJP3-8-RE 20

9-pole
Blue 1492-CJP3-9-B 20

Red 1492-CJP3-9-RE 20

10-pole
Blue 1492-CJP3-10-B 20

Red 1492-CJP3-10-RE 20

20-pole
Blue 1492-CJP3-20-B 20

Red 1492-CJP3-20-RE 20

50-pole
Blue 1492-CJP3-50-B 20

Red 1492-CJP3-50-RE 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT10X8 (370/roll) 1 roll

(1) Available in orange, to order remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP3-2.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD3S-1RE1G

Wiring Diagram 

Terminal Blocks—Dimensions (W x H x L): 10 x 54 x 94 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-P10PD3S-1RE1G 20

Specifications — Control Power Distribution with Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 500V AC/DC 352V AC/DC

Maximum Current 51 A 41 A 45 A

Wire Range (Rated 
Cross Section) 20…6 AWG 10 mm2 10 mm2 

Wire Strip Length 0.71 in. (18 mm)

Density 30 pcs/ft (100 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD3-BRE 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP3-2-B 60

Red 1492-CJP3-2-RE 60

3-pole Blue 1492-CJP3-3-B 20

Red 1492-CJP3-3-RE 20

4-pole
Blue 1492-CJP3-4-B 20

Red 1492-CJP3-4-RE 20

5-pole Blue 1492-CJP3-5-B 20

Red 1492-CJP3-5-RE 20

6-pole
Blue 1492-CJP3-6-B 20

Red 1492-CJP3-6-RE 20

7-pole
Blue 1492-CJP3-7-B 20

Red 1492-CJP3-7-RE 20

8-pole
Blue 1492-CJP3-8-B 20

Red 1492-CJP3-8-RE 20

9-pole
Blue 1492-CJP3-9-B 20

Red 1492-CJP3-9-RE 20

10-pole
Blue 1492-CJP3-10-B 20

Red 1492-CJP3-10-RE 20

20-pole
Blue 1492-CJP3-20-B 20

Red 1492-CJP3-20-RE 20

50-pole
Blue 1492-CJP3-50-B 20

Red 1492-CJP3-50-RE 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT10X8 (370/roll) 1 roll

(1) Available in orange, to order remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP3-2.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD3E-2B2RE

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 54 x 94 mm

Color Cat. No. Pkg. Qty.

 Grey 1492-P10PD3E-2B2RE 20

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 500V AC/DC 352V AC/DC

Current Rating 20 A 24 A 20 A

Wire Range 
(Rated Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2 

Wire Strip Length 0.4 in (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature 
Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD3-BRE 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP3-2-B 60

Red 1492-CJP3-2-RE 60

3-pole Blue 1492-CJP3-3-B 20

Red 1492-CJP3-3-RE 20

4-pole
Blue 1492-CJP3-4-B 20

Red 1492-CJP3-4-RE 20

5-pole Blue 1492-CJP3-5-B 20

Red 1492-CJP3-5-RE 20

6-pole
Blue 1492-CJP3-6-B 20

Red 1492-CJP3-6-RE 20

7-pole
Blue 1492-CJP3-7-B 20

Red 1492-CJP3-7-RE 20

8-pole
Blue 1492-CJP3-8-B 20

Red 1492-CJP3-8-RE 20

9-pole
Blue 1492-CJP3-9-B 20

Red 1492-CJP3-9-RE 20

10-pole
Blue 1492-CJP3-10-B 20

Red 1492-CJP3-10-RE 20

20-pole
Blue 1492-CJP3-20-B 20

Red 1492-CJP3-20-RE 20

50-pole
Blue 1492-CJP3-50-B 20

Red 1492-CJP3-50-RE 20

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange, to order remove the -B or RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP3-2.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD4S-1B

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 12 x 53.5 x 82 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P10PD4S-1B 20

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 250V AC/DC 250V AC/DC

Maximum Current 51 A 57 A 57 A

Wire Range 
(Rated Cross 
Section)

20…6 AWG 10 mm2 10 mm2

Wire Strip Length 0.71 in. (18 mm)

Density 25 pcs/ft (83 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Blue 

1492-CJP4-2-B 60

3-pole 1492-CJP4-3-B

20

4-pole 1492-CJP4-4-B

5-pole 1492-CJP4-5-B

6-pole 1492-CJP4-6-B

7-pole 1492-CJP4-7-B

8-pole 1492-CJP4-8-B

9-pole 1492-CJP4-9-B

10-pole 1492-CJP4-10-B

50-pole 1492-CJP4-50-B 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT12X8 (320/roll) 1 roll

(1) Available in orange, to order remove the -B suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP4-2.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD4S-1RE

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 12 x 53.5 x 82 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P10PD4S-1RE 20

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 250V AC/DC 250V AC/DC

Maximum Current 51 A 57 A 6.3 A

Wire Range 
(Rated Cross 
Section)

20…6 AWG 10 mm2 10 mm2

Wire Strip Length 0.71 in. (18 mm)

Density 25 pcs/ft (83 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Red

1492-CJP4-2-RE 60

3-pole 1492-CJP4-3-RE

20

4-pole 1492-CJP4-4-RE

5-pole 1492-CJP4-5-RE

6-pole 1492-CJP4-6-RE

7-pole 1492-CJP4-7-RE

8-pole 1492-CJP4-8-RE

9-pole 1492-CJP4-9-RE

10-pole 1492-CJP4-10-RE

50-pole 1492-CJP4-50-RE 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT12X8 (320/roll) 1 roll

(1) Available in orange, to order remove the -RE suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP4-2.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG10PD4S  

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 12 x 53.5 x 82 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-PG10PD4S 20

Specifications — Control Power Distribution with Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 250V AC/DC 250V AC/DC

Wire Range 
(Rated Cross 
Section)

20…6 AWG 10 mm2 10 mm2

Wire Strip 
Length 0.71 in. (18 mm)

Density 25 pcs/ft (83 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Blue 

1492-CJP4-2-B 60

3-pole 1492-CJP4-3-B

20

4-pole 1492-CJP4-4-B

5-pole 1492-CJP4-5-B

6-pole 1492-CJP4-6-B

7-pole 1492-CJP4-7-B

8-pole 1492-CJP4-8-B

9-pole 1492-CJP4-9-B

10-pole 1492-CJP4-10-B

50-pole 1492-CJP4-50-B 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT12X8 (320/roll) 1 roll

(1) Available in orange, to order remove the -B suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP4-2.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD4E-1B

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 53.5 x 82 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P10PD4E-1B 50

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 250V AC/DC 250V AC/DC

Maximum Current 20 A 32 A 32 A

Wire Range 
(Rated Cross 
Section)

26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Blue 

1492-CJP4-2-B 60

3-pole 1492-CJP4-3-B

20

4-pole 1492-CJP4-4-B

5-pole 1492-CJP4-5-B

6-pole 1492-CJP4-6-B

7-pole 1492-CJP4-7-B

8-pole 1492-CJP4-8-B

9-pole 1492-CJP4-9-B

10-pole 1492-CJP4-10-B

50-pole 1492-CJP4-50-B 5

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange, to order remove the -B suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP4-2.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD4E-KD

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 55x 82 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P10PD4E-KD 50

Specifications — Control Power Distribution Disconnect Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 250V AC/DC 250V AC/DC

Maximum Current 20 A 20 A 20 A

Wire Range 
(Rated Cross 
Section)

26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Blue

1492-CJP4-2-B 60

3-pole 1492-CJP4-3-B

20

4-pole 1492-CJP4-4-B

5-pole 1492-CJP4-5-B

6-pole 1492-CJP4-6-B

7-pole 1492-CJP4-7-B

8-pole 1492-CJP4-8-B

9-pole 1492-CJP4-9-B

10-pole 1492-CJP4-10-B

50-pole 1492-CJP4-50-B 5

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange, to order remove the -B suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP4-2.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD4E-1RE

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 53.5 x 82 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P10PD4E-1RE 50

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 300V AC/DC 250V AC/DC 250V AC/DC

Maximum Current 20 A 32 A 32 A

Wire Range 
(Rated Cross 
Section)

26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Red

1492-CJP4-2-RE 60

3-pole 1492-CJP4-3-RE

20

4-pole 1492-CJP4-4-RE

5-pole 1492-CJP4-5-RE

6-pole 1492-CJP4-6-RE

7-pole 1492-CJP4-7-RE

8-pole 1492-CJP4-8-RE

9-pole 1492-CJP4-9-RE

10-pole 1492-CJP4-10-RE

50-pole 1492-CJP4-50-RE 5

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange, to order remove the -RE suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP4-2.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-P10PD4E-FB

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 82 x 82 mm

Color
Includes LED for 
Blown Fuse 
Indication

Cat. No. Pkg.
Qty.


Grey 

No 1492-P10PD4E-FB

50
Yes

1492-P10PD4E-FB24

1492-P10PD4E-FB48

1492-P10PD4E-FB120

1492-P10PD4E-

Specifications — Control Power Distribution Fuse Terminal Block

Certifications /CSA IEC ATEX

Voltage 
Rating

1492-P10PD4E-FB 300V AC/DC 250V AC/DC 250V AC/DC

1492-P10PD4E-FB24 10…36V AC/DC

1492-P10PD4E-FB48 30…70V AC/DC

1492-P10PD4E-FB120 60…150V AC/DC

1492-P10PD4E-FB250 100…250V AC/DC

Maximum Current 10 A 6.3 A 6.3 A

Wire Range (Rated Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing Temperature Range -76…266°F (-60…130 °C)

Fuse Size 5 x 20 mm

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Red

1492-CJP4-2-RE 60

3-pole 1492-CJP4-3-RE

20

4-pole 1492-CJP4-4-RE

5-pole 1492-CJP4-5-RE

6-pole 1492-CJP4-6-RE

7-pole 1492-CJP4-7-RE

8-pole 1492-CJP4-8-RE

9-pole 1492-CJP4-9-RE

10-pole 1492-CJP4-10-RE

50-pole 1492-CJP4-50-RE 5

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange, to order remove the -RE suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP4-2.

IMPORTANT See page 103 for ferrule selection.

Accessories Cat. No. Pkg. Qty.

No Blown Fuse Indication

With Blown Fuse Indication
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Push-in Terminal Block Specifications
1492-P10PD4S-1B1RE

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 12 x 53.5 x 129 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P10PD4S-1B1RE 20

Specifications — Control Power Distribution Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC 250V AC/DC 250V AC/DC

Maximum Current 51 A 57 A 31.5 A

Wire Range 
(Rated Cross 
Section)

20…6 AWG 10 mm2 10 mm2

Wire Strip Length 0.71 in. (18 mm)

Density 25 pcs/ft (83 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD4-BRE 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP4-2-B
60

Red 1492-CJP4-2-RE

3-pole Blue 1492-CJP4-3-B

20

Red 1492-CJP4-3-RE

4-pole
Blue 1492-CJP4-4-B

Red 1492-CJP4-4-RE

5-pole Blue 1492-CJP4-5-B

Red 1492-CJP4-5-RE

6-pole
Blue 1492-CJP4-6-B

Red 1492-CJP4-6-RE

7-pole
Blue 1492-CJP4-7-B

Red 1492-CJP4-7-RE

8-pole
Blue 1492-CJP4-8-B

Red 1492-CJP4-8-RE

9-pole
Blue 1492-CJP4-9-B

Red 1492-CJP4-9-RE

10-pole
Blue 1492-CJP4-10-B

Red 1492-CJP4-10-RE

50-pole
Blue 1492-CJP4-50-B

5
Red 1492-CJP4-50-RE

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT12X8 (320/roll) 1 roll

(1) Available in orange, to order remove the -RE suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP4-2.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
Rockwell Automation Publication 1492-TD017E-EN-P - November 2023 85



Push-in Terminal Block Specifications
1492-P10PD4S-1RE1G

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 12 x 53.5 x 129 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P10PD4S-1RE1G 20

Specifications — Control Power Distribution with Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 150V AC/DC  250V AC/DC 250V AC/DC

Maximum Current 51 A  17 A 31.5 A

Wire Range 
(Rated Cross 
Section)

20…6 AWG 10 mm2 10 mm2

Wire Strip Length 0.71 in. (18 mm)

Density 25 pcs/ft (83 pcs/m)

Housing 
Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD4-BRE 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP4-2-B
60

Red 1492-CJP4-2-RE

3-pole Blue 1492-CJP4-3-B

20

Red 1492-CJP4-3-RE

4-pole
Blue 1492-CJP4-4-B

Red 1492-CJP4-4-RE

5-pole Blue 1492-CJP4-5-B

Red 1492-CJP4-5-RE

6-pole
Blue 1492-CJP4-6-B

Red 1492-CJP4-6-RE

7-pole
Blue 1492-CJP4-7-B

Red 1492-CJP4-7-RE

8-pole
Blue 1492-CJP4-8-B

Red 1492-CJP4-8-RE

9-pole
Blue 1492-CJP4-9-B

Red 1492-CJP4-9-RE

10-pole
Blue 1492-CJP4-10-B

Red 1492-CJP4-10-RE

50-pole
Blue 1492-CJP4-50-B

5
Red 1492-CJP4-50-RE

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards(2) 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT12X8 (320/roll) 1 roll

(1) Available in orange, to order remove the -RE suffix from the catalog number. Example for an 
orange 2-pole center jumper, the catalog number will be 1492-CJP4-2.

(2) Two marker card markers per terminal block are required.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.

FE
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Push-in Terminal Block Specifications
1492-P10PD4E-1B1FB

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 6.1 x 82 x 129 mm

Color
Includes LED 
for Blown 
Fuse 
Indication

Cat. No. Pkg.
Qty.


Grey 

No 1492-P10PD4E-1B1FB

50
Yes

1492-P10PD4E-1B1FB24

1492-P10PD4E-1B1FB48

1492-P10PD4E-1B1FB120

1492-P10PD4E-1B1FB250

Specifications — Control Power Distribution Fuse Terminal Block

Certifications /CSA IEC ATEX

Voltage 
Rating

1492-P10PD4E-1B1FB 300V AC/DC 250V AC/DC 250V AC/DC

1492-P10PD4E-1B1FB24 10…36V AC/DC

1492-P10PD4E-1B1FB48 30…70V AC/DC

1492-P10PD4E-1B1FB120 60…150V AC/DC

1492-P10PD4E-1B1FB250 100…250V AC/DC

Maximum Current 10 A 6.3 A 6.3 A

Wire Range (Rated Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing Temperature Range -76…266°F (-60…130 °C)

Fuse Size 5 x 20 mm

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBP10PD4-BRE 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole Blue 1492-CJP4-2-B
60

Red 1492-CJP4-2-RE

3-pole Blue 1492-CJP4-3-B

20

Red 1492-CJP4-3-RE

4-pole
Blue 1492-CJP4-4-B

Red 1492-CJP4-4-RE

5-pole Blue 1492-CJP4-5-B

Red 1492-CJP4-5-RE

6-pole
Blue 1492-CJP4-6-B

Red 1492-CJP4-6-RE

7-pole
Blue 1492-CJP4-7-B

Red 1492-CJP4-7-RE

8-pole
Blue 1492-CJP4-8-B

Red 1492-CJP4-8-RE

9-pole
Blue 1492-CJP4-9-B

Red 1492-CJP4-9-RE

10-pole
Blue 1492-CJP4-10-B

Red 1492-CJP4-10-RE

50-pole
Blue 1492-CJP4-50-B

5
Red 1492-CJP4-50-RE

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange, to order remove the -B or -RE suffix from the catalog number. Example for 
an orange 2-pole center jumper, the catalog number will be 1492-CJP4-2.

IMPORTANT See page 104 for ferrule selection.

Accessories Cat. No. Pkg. Qty.

No Blown Fuse Indication

With Blown Fuse Indication
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Push-in Terminal Block Specifications
Single-level Flex Plug-in Terminal Blocks

1492-P31P

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5x 55mm

Color Cat. No. Pkg. Qty.

 Grey 1492-P31P 100

 Blue 1492-P31P-B 100

Specifications — Single-level Flex Plug-in Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 800V AC/DC

Maximum Current 20 A 24 A 20 A 

Wire Range 
(Rated Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Grey 1492-EBP3 50

Blue 1492-EBP3-B 50

Yellow 1492-EBP3-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Plugs and Plug Accessories

Start Plug(2)

Grey 1492-P3SSTP

50

Blue 1492-P3SSTP-B

Green 1492-P3SSTP-G

Middle Plug

Grey 1492-P3MSTP

Blue 1492-P3MSTP-B

Green 1492-P3MSTP-G

End Plug
Grey 1492-P3ESTP

Blue 1492-P3ESTP-B

Green 1492-P3ESTP-G

Plug End Barrier Grey 1492-P3STPEB

Coding Element Orange 1492-P3STPCE

Protective Cover Orange 1492-P3STPPC

Locking Element Orange 1492-P3STPLE 25

Marking Systems
ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number will be 1492-CJP3-2-RE.

(2) Assembly option available, order catalog number: 1492-P3STP for (1) start plug and 
(1) plug end barrier.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PG31P

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5 x 55 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PG31P 100

Specifications — Single-level Flex Plug-in Grounding Terminal Block

Certifications /CSA IEC ATEX

Maximum Voltage 600V AC/DC 800V AC/DC 800V AC/DC

Wire Range (Rated Cross Section) 28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip Length 0.4 in (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Grey 1492-EBP3 50

Blue 1492-EBP3-B 50

Yellow 1492-EBP3-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Plugs and Plug Accessories

Start Plug(2)

Grey 1492-P3SSTP

50

Blue 1492-P3SSTP-B

Green 1492-P3SSTP-G

Middle Plug

Grey 1492-P3MSTP

Blue 1492-P3MSTP-B

Green 1492-P3MSTP-G

End Plug
Grey 1492-P3ESTP

Blue 1492-P3ESTP-B

Green 1492-P3ESTP-G

Plug End Barrier Grey 1492-P3STPEB

Coding Element Orange 1492-P3STPCE

Protective Cover Orange 1492-P3STPPC

Locking Element Orange 1492-P3STPLE 25

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number will be 1492-CJP3-2-RE.

(2) Assembly option available, order catalog number: 1492-P3STP for (1) start plug and 
(1) plug end barrier.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
Double-level Flex Plug-in Terminal Blocks
1492-PD32P

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 50.5 x 91 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-PD32P 50

 Blue 1492-PD32P-B 50

Specifications — Double-level Flex Plug-in Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 800V AC/DC

Maximum 
Current 20 A 24 A 20 A 

Wire Range 
(Rated Cross 
Section)

28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip 
Length 0.4 in (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Grey 1492-EBPD3 20

Blue 1492-EBPD3-B 20

Yellow 1492-EBPD3-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60
3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Plugs and Plug Accessories

Start Plug(2)

Grey 1492-P3SSTP

50

Blue 1492-P3SSTP-B

Green 1492-P3SSTP-G

Middle Plug

Grey 1492-P3MSTP

Blue 1492-P3MSTP-B

Green 1492-P3MSTP-G

End Plug
Grey 1492-P3ESTP

Blue 1492-P3ESTP-B

Green 1492-P3ESTP-G

Plug End Barrier Grey 1492-P3STPEB

Coding Element Orange 1492-P3STPCE

Protective Cover Orange 1492-P3STPPC

Locking Element Orange 1492-P3STPLE 25

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number will be 1492-CJP3-2-RE.

(2) Assembly option available, order catalog number: 1492-P3STP for (1) start plug and 
(1) plug end barrier.

IMPORTANT See page 101 for ferrule selection.

Accessories Cat. No. Pkg. Qty.
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Push-in Terminal Block Specifications
1492-PD32PC

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 50.5 x 91 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-PD32PC 50

 Blue 1492-PD32PC-B 50

Specifications — Double-level Flex Plug-in Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 800V AC/DC

Maximum 
Current 20 A 24 A 20 A 

Wire Range 
(Rated Cross 
Section)

28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip 
Length 0.4 in (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Grey 1492-EBPD3 20

Blue 1492-EBPD3-B 20

Yellow 1492-EBPD3-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60
3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Plugs and Plug Accessories

Start Plug(2)

Grey 1492-P3SSTP

50

Blue 1492-P3SSTP-B

Green 1492-P3SSTP-G

Middle Plug

Grey 1492-P3MSTP

Blue 1492-P3MSTP-B

Green 1492-P3MSTP-G

End Plug
Grey 1492-P3ESTP

Blue 1492-P3ESTP-B

Green 1492-P3ESTP-G

Plug End Barrier Grey 1492-P3STPEB

Coding Element Orange 1492-P3STPCE

Protective Cover Orange 1492-P3STPPC

Locking Element Orange 1492-P3STPLE 25

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number will be 1492-CJP3-2-RE.

(2) Assembly option available, order catalog number: 1492-P3STP for (1) start plug and 
(1) plug end barrier.

IMPORTANT See page 101 for ferrule selection.
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Push-in Terminal Block Specifications
1492-PDG32P

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 50.5 x 91 mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-PDG32P 50

Specifications — Double-level Flex Plug-in with Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 800V AC/DC

Maximum 
Current 20 A 24 A 20 A 

Wire Range 
(Rated Cross 
Section)

28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip 
Length 0.4 in (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Grey 1492-EBPD3 20

Blue 1492-EBPD3-B 20

Yellow 1492-EBPD3-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60
3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Plugs and Plug Accessories

Start Plug(2)

Grey 1492-P3SSTP

50

Blue 1492-P3SSTP-B

Green 1492-P3SSTP-G

Middle Plug

Grey 1492-P3MSTP

Blue 1492-P3MSTP-B

Green 1492-P3MSTP-G

End Plug
Grey 1492-P3ESTP

Blue 1492-P3ESTP-B

Green 1492-P3ESTP-G

Plug End Barrier Grey 1492-P3STPEB

Coding Element Orange 1492-P3STPCE

Protective Cover Orange 1492-P3STPPC

Locking Element Orange 1492-P3STPLE 25

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number will be 1492-CJP3-2-RE.

(2) Assembly option available, order catalog number: 1492-P3STP for (1) start plug and 
(1) plug end barrier.

IMPORTANT See page 101 for ferrule selection.
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Push-in Terminal Block Specifications
1492-PDG32PC

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 50.5 x 91 mm

Color Cat. No. Pkg. Qty.

 Green/Yellow 1492-PDG32PC 50

Specifications —Double-level Flex Plug-in with Grounding Terminal Block

Certifications /CSA IEC ATEX

Voltage Rating 600V AC/DC 800V AC/DC 800V AC/DC

Wire Range 
(Rated Cross 
Section)

28…12 AWG 2.5 mm2 2.5 mm2

Wire Strip 
Length 0.4 in (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing 
Temperature 
Range

-76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Grey 1492-EBPD3 20

Blue 1492-EBPD3-B 20

Yellow 1492-EBPD3-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Plugs and Plug Accessories

Start Plug(2)

Grey 1492-P3SSTP

50

Blue 1492-P3SSTP-B

Green 1492-P3SSTP-G

Middle Plug

Grey 1492-P3MSTP

Blue 1492-P3MSTP-B

Green 1492-P3MSTP-G

End Plug
Grey 1492-P3ESTP

Blue 1492-P3ESTP-B

Green 1492-P3ESTP-G

Plug End Barrier Grey 1492-P3STPEB

Coding Element Orange 1492-P3STPCE

Protective Cover Orange 1492-P3STPPC

Locking Element Orange 1492-P3STPLE 25

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to 
the catalog number listed: Blue =B, Red = RE. Example for a red 2-pole center 
jumper, the catalog number will be 
1492-CJP3-2-RE.

(2) Assembly option available, order catalog number: 1492-P3STP for (1) start plug and 
(1) plug end barrier.

IMPORTANT See page 101 for ferrule selection.
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Push-in Terminal Block Specifications
Accessory Plug-in Terminal Blocks

1492-P3P

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5 x 77.5mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P3P 50

Specifications — Accessory Plug-in Terminal Block

Certifications /CSA IEC

Voltage Rating 300V AC/DC 500V AC/DC

Maximum Current 20 A 20 A

Wire Range (Rated Cross Section) 28…12 AWG 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Grey 1492-EBP3Q 20

Blue 1492-EBP3Q-B 20

Yellow 1492-EBP3Q-Y 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN 
Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Disconnect, Component, and Fuse Plugs

Disconnect Plug 1492-DPL 50

Component Plug 1492-CPL 50

Fuse Plugs

Without blown fuse indicator 1492-FPK2 20

10…36V blown fuse indicator 1492-FPK224 20

35…75V blown fuse indicator 1492-FPK248 20

60…150V blown fuse indicator 1492-FPK2120 20

140…250V blown fuse 
indicator 1492-FPK2250 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic Marker 
Cards

1492-MR5X8 
(120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.
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Push-in Terminal Block Specifications
1492-P3PT

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5 x 84.5mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P3PT 50

Specifications — Accessory Plug-in Terminal Block

Certifications /CSA IEC

Voltage Rating 300V AC/DC 500V AC/DC

Maximum Current 20 A 20 A

Wire Range (Rated Cross Section) 28…12 AWG 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers
Grey 1492-EBPKD3T 50

Blue 1492-EBPKD3T-B 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Disconnect, Component, and Fuse Plugs

Disconnect Plug 1492-DPL 50

Component Plug 1492-CPL 50

Fuse Plugs

Without blown fuse 
indicator 1492-FPK2 20

10…36V blown fuse 
indicator 1492-FPK224 20

35…75V blown fuse 
indicator 1492-FPK248 20

60…150V blown 
fuse indicator 1492-FPK2120 20

140…250V blown 
fuse indicator 1492-FPK2250 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed:  Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.
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Push-in Terminal Block Specifications
1492-P3PQ

Wiring Diagram

Terminal Blocks—Dimensions (W x H x L): 5.1 x 36.5 x 96mm

Color Cat. No. Pkg.
Qty.

 Grey 1492-P3PQ 50

Specifications — Accessory Plug-in Terminal Block

Certifications /CSA IEC

Voltage Rating 300V AC/DC 500V AC/DC

Maximum Current 20 A 20 A

Wire Range (Rated Cross Section) 28…12 AWG 2.5 mm2

Wire Strip Length 0.4 in. (10 mm)

Density 59 pcs/ft (196 pcs/m)

Housing Temperature Range -76…266°F (-60…130 °C)

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Retainer
1492-ERL35 20

1492-ERP35 20

End Barriers
Grey 1492-EBPKD3Q 50

Blue 1492-EBPKD3Q-B 50

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP3-2 60

3-pole 1492-CJP3-3

20

4-pole 1492-CJP3-4

5-pole 1492-CJP3-5

6-pole 1492-CJP3-6

7-pole 1492-CJP3-7

8-pole 1492-CJP3-8

9-pole 1492-CJP3-9

10-pole 1492-CJP3-10

20-pole 1492-CJP3-20

50-pole 1492-CJP3-50

Disconnect, Component, and Fuse Plugs

Disconnect Plug 1492-DPL 50

Component Plug 1492-CPL 50

Fuse Plugs

Without blown fuse 
indicator 1492-FPK2 20

10…36V blown fuse 
indicator 1492-FPK224 20

35…75V blown fuse 
indicator 1492-FPK248 20

60…150V blown 
fuse indicator 1492-FPK2120 20

140…250V blown 
fuse indicator 1492-FPK2250 20

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P3TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR5X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT5X8 (800/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP3-2-RE.

IMPORTANT See page 101 for ferrule selection.
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Push-in Terminal Block Specifications
Fuse Terminal Blocks

1492-PFB4

Terminal Blocks—Dimensions (W x H x L): 6.1 x 69 x 74 mm

Color Includes LED for 
Blown Fuse 
Indication

Cat. No. Pkg.
Qty.

 Black

No 1492-PFB4

50
Yes

1492-PFB424
1492-PFB448
1492-PFB4120
1492-PFB4250

Specifications —Fuse Terminal Block

Certifications /CSA IEC ATEX

Voltage 
Rating

1492-PFB4 300V AC/DC 250V AC/DC 250V AC/DC

1492-PFB424 10…36V AC/DC

1492-PFB448 30…70V AC/DC

1492-PFB4120 60…150V AC/DC

1492-PFB4250 100…250V AC/DC

Maximum Current 10 A 6.3 A 6.3 A

Wire Range (Rated Cross 
Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing Temperature Range -76…266°F (-60…130 °C)

Fuse Size 5 x 20 mm

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers

Grey 1492-EBP4T 20

Blue 1492-EBP4T-B 20

Yellow 1492-EBP4T-Y 50

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed:  Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP4-2-RE.

Wiring Diagram
No Blown Fuse Indication

With Blown Fuse Indication

IMPORTANT See page 102 for ferrule selection.
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Push-in Terminal Block Specifications
1492-PDFB4

Terminal Blocks—Dimensions (W x H x L): 6.1 x 83.5 x 126.5 mm

Color Includes LED for 
Blown Fuse 
Indication

Cat. No. Pkg.
Qty.

 Black

No 1492-PDFB4

50
Yes

1492-PDFB424
1492-PDFB448
1492-PDFB4120
1492-PDFB4250

Specifications —Fuse Terminal Block

Certifications /CSA IEC ATEX

Voltage 
Rating

1492-PDFB4 150V AC/DC 250V AC/DC 250V AC/DC

1492-PDFB424 10…36V AC/DC

1492-PDFB448 30…70V AC/DC

1492-PDFB4120 60…150V AC/DC

1492-PDFB4250 100…250V AC/DC

Maximum Current 30 A 6.3 A 6.3 A

Wire Range (Rated Cross 
Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing Temperature Range -76…266°F (-60…130 °C)

Fuse Size 5 x 20 mm

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBPDFB4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed: Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP4-2-RE.

Wiring Diagram
No Blown Fuse Indication

With Blown Fuse Indication

IMPORTANT See page 102 for ferrule selection.
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Push-in Terminal Block Specifications
1492-PDGFB4

Terminal Blocks—Dimensions (W x H x L): 6.1 x 83.5 x 126.5 mm

Color Includes LED for 
Blown Fuse 
Indication

Cat. No. Pkg.
Qty.

 Black

No 1492-PDGFB4

50
Yes

1492-PDGFB424
1492-PDGFB448
1492-PDGFB4120
1492-PDGFB4250

Specifications —Fuse Terminal Block

Certifications /CSA IEC ATEX

Voltage 
Rating

1492-PDGFB4 150V AC/DC 250V AC/DC 250V AC/DC

1492-PDGFB424 10…36V AC/DC

1492-PDGFB448 30…70V AC/DC

1492-PDGFB4120 60…150V AC/DC

1492-PDGFB4250 100…250V AC/DC

Maximum Current 30 A 6.3 A 6.3 A

Wire Range (Rated Cross Section) 26…10 AWG 4 mm2 4 mm2

Wire Strip Length 0.47 in. (12 mm)

Density 49 pcs/ft (163 pcs/m)

Housing Temperature Range -76…266°F (-60…130 °C)

Fuse Size 5 x 20 mm

Accessories Cat. No. Pkg. Qty.

Mounting Rails, End Barriers, End Anchors and Retainers

Mounting Rail
1 m Symmetrical 
DIN

Steel 199-DR1 10

Aluminum 1492-DR5 10

Hi-Rise (Aluminum) 1492-DR6 2

Angled (Steel) 1492-DR7 2

End Barriers Grey 1492-EBPDFB4 20

End Retainer
1492-ERL35 20

1492-ERP35 20

End Anchor DIN Rail 

Normal Duty 1492-EAJ35 100

Heavy Duty 1492-EAHJ35 50

Normal Duty 1492-EAP35 50

Center Jumpers(1)

2-pole

Orange

1492-CJP4-2 60

3-pole 1492-CJP4-3

20

4-pole 1492-CJP4-4

5-pole 1492-CJP4-5

6-pole 1492-CJP4-6

7-pole 1492-CJP4-7

8-pole 1492-CJP4-8

9-pole 1492-CJP4-9

10-pole 1492-CJP4-10

50-pole 1492-CJP4-50 5

Test Plugs

Test Plugs Start Test Plug 1492-PTPS 50

Test Plug 1492-P4TPE 50

Marking Systems

ClearMark Advanced and ClearPlot Basic 
Marker Cards 1492-MR6X8 (120/card) 5 cards

ClearMultiprint Markers 1492-MT6X8 (600/roll) 1 roll

(1) Available in orange as standard, to order other colors add the appropriate suffix to the catalog 
number listed:  Blue =B, Red = RE. Example for a red 2-pole center jumper, the catalog number 
will be 1492-CJP4-2-RE.

Wiring Diagram
No Blown Fuse Indication

With Blown Fuse Indication

IMPORTANT See page 102 for ferrule selection.
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Push-in Terminal Block Specifications
Ferrule Selection

Panduit Ferrules and Tools for use with 1492-P2 Terminal Blocks
Uninsulated Ferrule

Wire Size (AWG)

 Loose Piece Ferrules
for use with 
Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules (1)

1 2 3 4 5 6

24 F73-5-M ● ●

24-22 F74-5-M ● ●

22-20 F75-6-M ● ● ● ● ● ●

18 F76-6-M ● ● ● ● ● ●

16 F78-7-M ● ● ● ● ● ●

14 F80-7-M ● ● ● ●

Insulated Ferrule

Wire Size 
(AWG)

Ferrule Insulation 
Color

Continuous Reeled Ferrules for use 
with 
CP-881 Automated Crimp Tool

 Loose Piece Ferrules for use with 
Hand Crimp Tools

 Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6

26 Grey — FSD72-6-D ● ●

24 Yellow — FSD73-6-D ● ●

24-22 Turquoise — FSD74-6-D ● ●

22-20 White FSD75-8-K FSD75-6-D ● ● ● ● ● ●

18 Grey FSD76-8-K FSD76-6-D ● ● ● ● ● ●

16 Black FSD78-8-K FSD78-6-D ● ● ● ●

14 Blue — FSD80-12-D ● ● ● ●

Twin Insulated Ferrule

Wire Size (AWG) Ferrule Insulation Color
Loose Piece Ferrules for use with 
Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6

16 Black FTD78-12-D ● ● ●

(1) Hand Crimp Tool Reference
Reference Number 1 2 3 4 5 6

Hand Crimp Tool Part No. CT-1002 CT-1003 CT-1090 CT-1123 CT-1160 CT-1170

Crimp Shape Trapezoid Trapezoid Trapezoid Square Hexagon Square

Shape Reference

IMPORTANT For more information on Panduit ferrules and tools, visit panduit.com.
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Push-in Terminal Block Specifications
Panduit Ferrules and Tools for use with 1492-P3 Terminal Blocks
Uninsulated Ferrule

Wire Size (AWG) Loose Piece Ferrules for use with Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules (1)

1 2 3 4 5 6

24 F73-5-M ● ●

24-22 F74-5-M ● ●

22-20 F75-6-M ● ● ● ● ● ●

18 F76-6-M ● ● ● ● ● ●

16 F78-7-M ● ● ● ● ● ●

14 F80-7-M ● ● ● ●

12 F81-9-M ● ●

Insulated Ferrule

Wire Size
(AWG)

Ferrule Insulation 
Color

Continuous Reeled Ferrules for use 
with 
CP-881 Automated Crimp Tool

Loose Piece Ferrules for use with 
Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6

26 Grey — FSD72-6-D ● ●

24 Yellow — FSD73-6-D ● ●

24-22 Turquoise — FSD74-6-D ● ●

22-20 White FSD75-8-K FSD75-6-D ● ● ● ● ● ●

18 Grey FSD76-8-K FSD76-6-D ● ● ● ● ● ●

16 Black FSD78-8-K FSD78-6-D ● ● ● ●

14 Blue FSD80-8-DK FSD80-12-D ● ● ● ●

12 Grey — FSD81-10-D ● ● ● ●

Twin Insulated Ferrule

Wire Size (AWG) Ferrule Insulation Color
 Loose Piece Ferrules for use with 
Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6

22 White FTD75-8-D ● ● ● ● ● ●

20 Grey FTD76-8-D ● ● ● ● ● ●

18 Red FTD77-8-D ● ● ● ● ● ●

(1) Hand Crimp Tool Reference
Reference Number 1 2 3 4 5 6

Hand Crimp Tool Part No. CT-1002 CT-1003 CT-1090 CT-1123 CT-1160 CT-1170

Crimp Shape Trapezoid Trapezoid Trapezoid Square Hexagon Square

Shape Reference

IMPORTANT For more information on Panduit ferrules and tools, visit panduit.com.
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Push-in Terminal Block Specifications
Panduit Ferrules and Tools for use with 1492-P4 Terminal Blocks
Uninsulated Ferrule

Wire Size (AWG) Loose Piece Ferrules for use with Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules (1)

1 2 3 4 5 6

24 F73-5-M ● ●

24-22 F74-5-M ● ●

22-20 F75-6-M ● ● ● ● ● ●

18 F76-6-M ● ● ● ● ● ●

16 F78-7-M ● ● ● ● ● ●

14 F80-7-M ● ● ● ●

12 F81-9-M ● ● ● ●

10 F82-12-M ● ● ● ●

Insulated Ferrule

Wire Size
(AWG)

Ferrule Insulation 
Color

Continuous Reeled Ferrules for use 
with 
CP-881 Automated Crimp Tool

Loose Piece Ferrules for use with 
Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6

26 Grey — FSD72-6-D ● ●

24 Yellow — FSD73-6-D ● ●

24-22 Turquoise — FSD74-6-D ● ●

22-20 White FSD75-8-K FSD75-6-D ● ● ● ● ● ●

18 Grey FSD76-8-K FSD76-6-D ● ● ● ● ● ●

16 Black FSD78-8-K FSD78-6-D ● ● ● ●

14 Blue FSD80-8-DK FSD80-12-D ● ● ● ●

12 Grey — FSD81-10-D ● ● ● ●

10 Yellow — FSD82-12-C ● ● ● ●

Twin Insulated Ferrule

Wire Size (AWG) Ferrule Insulation Color
Loose Piece Ferrules for use with 
Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6

22 White FTD75-8-D ● ● ● ● ● ●

20 Grey FTD76-8-D ● ● ● ● ● ●

18 Red FTD77-8-D ● ● ● ● ● ●

(1) Hand Crimp Tool Reference
Reference Number 1 2 3 4 5 6

Hand Crimp Tool Part No. CT-1002 CT-1003 CT-1090 CT-1123 CT-1160 CT-1170

Crimp Shape Trapezoid Trapezoid Trapezoid Square Hexagon Square

Shape Reference

IMPORTANT For more information on Panduit ferrules and tools, visit panduit.com.
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Push-in Terminal Block Specifications
Panduit Ferrules and Tools for use with 1492-P6 Terminal Blocks
Uninsulated Ferrule

Wire Size (AWG) Loose Piece Ferrules for use with Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules (1)

1 2 3 4 5 6

22-20 F75-6-M ● ● ● ● ● ●

18 F76-6-M ● ● ● ● ● ●

16 F78-7-M ● ● ● ● ● ●

14 F80-7-M ● ● ● ●

12 F81-9-M ● ● ● ●

10 F82-12-M ● ● ● ●

8 F83-12-D ● ● ● ●

Insulated Ferrule

Wire Size
(AWG)

Ferrule Insulation 
Color

Continuous Reeled Ferrules for use 
with 
CP-881 Automated Crimp Tool

Loose Piece Ferrules for use with 
Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6

22-20 White FSD75-8-K FSD75-6-D ● ● ● ● ● ●

18 Grey FSD76-8-K FSD76-6-D ● ● ● ● ● ●

16 Black FSD78-8-K FSD78-6-D ● ● ● ●

14 Blue FSD80-8-DK FSD80-12-D ● ● ● ●

12 Grey — FSD81-10-D ● ● ● ●

10 Yellow — FSD82-12-C ● ● ● ●

Twin Insulated Ferrule

Wire Size (AWG) Ferrule Insulation Color
 Loose Piece Ferrules for use with 
Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6

22 White FTD75-8-D ● ● ● ● ● ●

20 Grey FTD76-8-D ● ● ● ● ● ●

18 Red FTD77-8-D ● ● ● ● ● ●

16 Black FTD78-8-D ● ● ● ● ● ●

(1) Hand Crimp Tool Reference
Reference Number 1 2 3 4 5 6

Hand Crimp Tool Part No. CT-1002 CT-1003 CT-1090 CT-1123 CT-1160 CT-1170

Crimp Shape Trapezoid Trapezoid Trapezoid Square Hexagon Square

Shape Reference

IMPORTANT For more information on Panduit ferrules and tools, visit panduit.com.
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Push-in Terminal Block Specifications
Panduit Ferrules and Tools for use with 1492-P10 Terminal Blocks
Uninsulated Ferrule

Wire Size (AWG) Loose Piece Ferrules for use with Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules (1)

1 2 3 4 5 6 7

22-20 F75-6-M ● ● ● ● ● ●

18 F76-6-M ● ● ● ● ● ●

16 F78-7-M ● ● ● ● ● ●

14 F80-7-M ● ● ● ●

12 F81-9-M ● ● ● ●

10 F82-10-M ● ● ● ●

8 F83-12-D ● ● ●

6 F84-12-TL ●

Insulated Ferrule

Wire Size
(AWG)

Ferrule Insulation 
Color

Continuous Reeled Ferrules for 
use with CP-881 Automated Crimp 
Tool

Loose Piece Ferrules for use 
with Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6 7

22-20 White FSD75-8-K FSD75-6-D ● ● ● ● ● ●

18 Grey FSD76-8-K FSD76-6-D ● ● ● ● ● ●

16 Black FSD78-8-K FSD78-6-D ● ● ● ●

14 Blue — FSD80-12-D ● ● ● ●

12 Grey — FSD81-10-D ● ● ● ●

10 Yellow — FSD82-12-C ● ● ● ●

8 Red — FSD83-12-C ● ● ●

6 Blue — FSD84-12-C ●

Twin Insulated Ferrule

Wire Size
(AWG) Ferrule Insulation Color

Loose Piece Ferrules for use with 
Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6

22 White FTD75-8-D ● ● ● ● ● ●

20 Grey FTD76-8-D ● ● ● ● ● ●

18 Red FTD77-8-D ● ● ● ● ● ●

16 Black FTD78-8-D ● ● ● ● ● ●

14 Blue FTD80-10-TL ● ● ● ● ● ●

12 Grey FTD81-12-C ● ● ● ● ● ●

(1) Hand Crimp Tool Reference
Reference Number 1 2 3 4 5 6 7
Hand Crimp Tool Part No. CT-1002 CT-1003 CT-1090 CT-1123 CT-1160 CT-1170 CT-1004

Crimp Shape Trapezoid Trapezoid Trapezoid Square Hexagon Square Trapezoid

Shape Reference

IMPORTANT For more information on Panduit ferrules and tools, visit panduit.com.
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Panduit Ferrules and Tools for use with 1492-P16 Terminal Blocks
Uninsulated Ferrule

Wire Size (AWG) Loose Piece Ferrules for use with Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules (1)

3 4 5 6 7 8 9

18 F76-6-M ● ● ● ●

16 F78-7-M ● ● ● ●

14 F80-7-M ● ● ● ●

12 F81-9-M ● ● ● ●

10 F82-10-M ● ● ● ●

8 F83-12-D ● ●

6 F84-12-TL ●

Insulated Ferrule

Wire Size
(AWG)

Ferrule Insulation 
Color

Continuous Reeled Ferrules for 
use with CP-881 Automated Crimp 
Tool

Loose Piece Ferrules for use 
with Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

3 4 5 6 7 8 9

18 Grey FSD76-8-K FSD76-6-D ● ● ● ● ●

16 Black FSD78-8-K FSD78-6-D ● ● ● ● ●

14 Blue FSD80-8-DK FSD80-12-D ● ● ● ● ●

12 Grey — FSD81-10-D ● ● ● ●

10 Yellow — FSD82-12-C ● ●

8 Red — FSD83-12-C ●

6 Blue — FSD84-12-C ●

Twin Insulated Ferrule

Wire Size
(AWG)

Ferrule 
Insulation Color Loose Piece Ferrules for use with Hand Crimp Tools

Hand Crimp Tools for Loose Piece Ferrules(1)

1 2 3 4 5 6 7 8 9

22 White FTD75-8-D ● ● ● ● ● ●

20 Grey FTD76-8-D ● ● ● ● ● ●

18 Red FTD77-8-D ● ● ● ● ● ●

16 Black FTD78-8-D ● ● ● ● ● ●

14 Blue FTD80-10-TL ● ● ● ● ● ●

12 Grey FTD81-12-C ● ● ● ● ● ●

10 Yellow FTD82-14-D ● ● ● ● ● ● ●

(1) Hand Crimp Tool Reference
Reference Number 1 2 3 4 5 6 7 8 9 10
Hand Crimp Tool CT-1002 CT-1003 CT-1090 CT-1123 CT-1160 CT-1170 CP-881 CT-1004 CT-1104 CT-1005

Crimp Shape Trapezoid Trapezoid Trapezoid Square Hexagon Square Trapezoid Trapezoid Square Trapezoid

Shape Reference

IMPORTANT For more information on Panduit ferrules and tools, visit panduit.com.
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Additional Resources

These documents contain additional information concerning related products from Rockwell Automation.

You can view or download publications at rok.auto/literature.

Resource Description
Push-in Terminal Blocks Product Profile, 1492-PP014 Provides features and benefits, offering, and basic specifications.

EtherNet/IP Network Devices User Manual, ENET-UM006 Describes how to configure and use EtherNet/IP devices to communicate on the EtherNet/IP 
network.

Ethernet Reference Manual, ENET-RM002 Describes basic Ethernet concepts, infrastructure components, and infrastructure features.

System Security Design Guidelines Reference Manual, SECURE-RM001
Provides guidance on how to conduct security assessments, implement Rockwell 
Automation products in a secure system, harden the control system, manage user access, 
and dispose of equipment. 

Industrial Components Preventive Maintenance, Enclosures, and Contact 
Ratings Specifications, publication IC-TD002

Provides a quick reference tool for Allen-Bradley industrial automation controls and 
assemblies.

Safety Guidelines for the Application, Installation, and Maintenance of 
Solid-State Control, publication SGI-1.1

Designed to harmonize with NEMA Standards Publication No. ICS 1.1-1987 and provides 
general guidelines for the application, installation, and maintenance of solid-state control in 
the form of individual devices or packaged assemblies incorporating solid-state 
components.

Industrial Automation Wiring and Grounding Guidelines, publication 1770-4.1 Provides general guidelines for installing a Rockwell Automation industrial system.
Product Certifications website, rok.auto/certifications. Provides declarations of conformity, certificates, and other certification details.

https://literature.rockwellautomation.com/idc/groups/literature/documents/rm/secure-rm001_-en-p.pdf
https://literature.rockwellautomation.com/idc/groups/literature/documents/td/ic-td002_-en-p.pdf
https://literature.rockwellautomation.com/idc/groups/literature/documents/pp/1492-pp014_-en-p.pdf
http://literature.rockwellautomation.com/idc/groups/literature/documents/in/1770-in041_-en-p.pdf
https://www.rockwellautomation.com/en-us/support/documentation/product-certifications.html
https://literature.rockwellautomation.com/idc/groups/literature/documents/in/sgi-in001_-en-p.pdf
www.rockwellautomation.com/literature
https://literature.rockwellautomation.com/idc/groups/literature/documents/um/enet-um006_-en-p.pdf
https://literature.rockwellautomation.com/idc/groups/literature/documents/rm/enet-rm002_-en-p.pdf
https://literature.rockwellautomation.com/idc/groups/literature/documents/pp/1492-pp014_-en-p.pdf
https://literature.rockwellautomation.com/idc/groups/literature/documents/rm/enet-rm002_-en-p.pdf
https://literature.rockwellautomation.com/idc/groups/literature/documents/rm/secure-rm001_-en-p.pdf
www.rockwellautomation.com/literature
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Rockwell Automation Support
Use these resources to access support information.

Documentation Feedback
Your comments help us serve your documentation needs better. If you have any suggestions on how to improve our content, complete the 
form at rok.auto/docfeedback.

Technical Support Center Find help with how-to videos, FAQs, chat, user forums, Knowledgebase, and product 
notification updates. rok.auto/support

Local Technical Support Phone Numbers Locate the telephone number for your country. rok.auto/phonesupport

Technical Documentation Center Quickly access and download technical specifications, installation instructions, and user 
manuals. rok.auto/techdocs

Literature Library Find installation instructions, manuals, brochures, and technical data publications. rok.auto/literature
Product Compatibility and Download Center 
(PCDC)

Download firmware, associated files (such as AOP, EDS, and DTM), and access product 
release notes. rok.auto/pcdc

Rockwell Automation maintains current product environmental compliance information on its website at rok.auto/pec.

Allen-Bradley, ClearMark, ClearPlot, ClearMultiprint, expanding human possibility, and Rockwell Automation are trademarks of Rockwell Automation, Inc.
EtherNet/IP is a trademark of ODVA, Inc.
Trademarks not belonging to Rockwell Automation are property of their respective companies.

Rockwell Otomasyon Ticaret A.Ş. Kar Plaza İş Merkezi E Blok Kat:6 34752, İçerenköy, İstanbul, Tel: +90 (216) 5698400 EEE Yönetmeliğine Uygundur

https://rok.auto/support
https://rok.auto/phonesupport
https://rok.auto/techdocs
https://rok.auto/literature
https://rok.auto/pcdc
https://literature.rockwellautomation.com/idc/groups/literature/documents/du/ra-du002_-en-e.pdf
https://rok.auto/docfeedback
https://rok.auto/pec
https://www.instagram.com/rokautomation/
https://www.linkedin.com/company/rockwell-automation
https://twitter.com/ROKAutomation
https://www.facebook.com/ROKAutomation/
https://www.rockwellautomation.com/

	Push-in Terminal Blocks Specifications
	This publication contains the following new or updated information. This list includes substantive updates only and is not intended to reflect all changes.
	Single-level, Feed-through Terminal Blocks
	Single-level, Feed-through Grounding Terminal Blocks
	Double-level, Feed-through Terminal Blocks
	Three-level, Feed-through Terminal Blocks
	Three-level, Feed-through Grounding Terminal Blocks
	Four-level Feed-through Terminal Blocks
	Disconnect Terminal Blocks
	Sensor Terminal Blocks
	Control Power Distribution Terminal Blocks
	Single-level Flex Plug-in Terminal Blocks
	Double-level Flex Plug-in Terminal Blocks
	Accessory Plug-in Terminal Blocks
	Fuse Terminal Blocks
	Ferrule Selection

	Back Cover


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.6
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 1
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 2.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 2.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


