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Component Specifications

Characteristic

Suppressor Cat. No.

1492-H2K024
1492-HM2K024

1492-H2K120
1492-HM2K120

1492-H2K240
1492-HM2K240

Capacitor
Nominal Value
Tolerance
Maximum DC Working Voltage

0.10 μF
±20%

500V DC

0.10 μF
±20%

500V DC

0.10 μF
±20%

500V DC

Metal Oxide Varistor (MOV)
Maximum Clamping Voltage at Current Ip (8/20 μs Pulse)
Maximum Transient Energy
Maximum Power Dissipation

92V
Ip = 5 A

1.8 J
0.25 W

360V
Ip = 10 A

12 J
0.25 W

710V
Ip = 10 A

23 J
0.25 W

Resistor
Nominal Value
Tolerance
Power Rating

100 Ω
±20%

2 W at 104 °F (40 °C)

100 Ω
±20%

2 W at 104 °F (40 °C)

100 Ω
±20%

2 W at 104 °F (40 °C)

Technical Specifications for  Fuse Plugs�

Characteristic 1492-FP4 1492-FP424 1492-FP4250

Indicator Type Non-Indicating LED Neon

Leakage Current — 2 mA @ 24V 1 mA @ 264V

Working Voltage Per Fuse Rating 10…57V AC/DC 85…264V AC

Fuse Size (Not Supplied) 5 x 20 mm

�Maximum current rating for the fuse plug is 10 A at 250V. IEC standards for 5 x 20 mm fuses do not include ratings above 6.3 A.

UL/CSA File and Guide Numbers

Base Cat. No.

UL Number CSA Number

File Guide File Class

1492-CA, -CE, -CD E40735 XCFR2 LR67896 6228-01

1492-CB E65138 QVNU2 LR37712 9091-01

1492-CE6 E34648 IZLT2 LR67896 6228-01

1492-F E40735 XCFR2 LR67896 6228-01

1492-FB E34646 IZLT LR70915 6225-01

1492-H1, -H2, -HM1, -HM2, -HM3 E40735 XCFR2 LR67896 6228-01

1492-H4, -H5, -H6, -H7 E40735 XCFR2 LR67896 6228-01

1492-HC6, -HJ E40735 XCFR2 LR67896 6228-01


