CXSM, Dual Piston Rods, Slide
Bearing

CXSM10-10

Data Sheet

Series CXS is available in six bore sizes and stroke lengths up to 100mm. This series is very compact and has a very
accurate non-rotating specification. It is suited for accurate pick-and-place applications or light duty material handling.
The CXS can be used with either reed or solid state switches. Available in clean room versions.

l I

Double-acting, single-rod cylinder

Specifications are subject to change without prior notice and any obligation on the part of the manufacturer.
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Standard Specifications

Data Sheet - CXSM10-10

Thread port Rc (PT) for sizes 25 to 32

Bore Size 10mm

Lube-retainer Without Stable Lubrication Function
Stroke 10mm

Auto Switch No Switch

Lead Wire or Prewired Connector

0.5m [Or None in the Case of No Switch]

Pressure medium

Compressed Air

Maximum temperature of pressure medium with magnet 60 °C

Minimum temperature of pressure medium with magnet -10 °C [without condensation]
Maximal operating pressure 0.70 MPa

Minimum operating pressure 0.01 MPa

Proof pressure 1.05 MPa

Maximum ambient temperature with magnet 60 °C

Minimum ambient temperature with magnet -10 °C

Number of pneumatic connections 2 pcs.

Pneumatic input connection M5 x 0.8

Pneumatic output connection M5 x 0.8

Mode of operation of drive Double acting

Theoretical cylinder force, advance stroke (at 0.5 MPa) 78 N

Theoretical cylinder force, return stroke (at 0.5 MPa) 50 N

Maximum piston speed 800 mm/s

Type of cushioning Rubber bumper

Maximum stroke reduction per side 5 mm

Tolerance of torsion 0.2°

Weight 0.150 kg
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Constructions
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Parts list Parts list
No. Description Material Note No. Description Material Note

1 | Housing Aluminum alloy Hard anodized 17 | Bumper Polyurethane

2 | Piston rod A Carbon steel Note 1) Hard chrome plated 18 | Plug Chromium steel Nickel plated

3 | Piston rod B Carbon steel Note 1) Hard chrome plated 19 | Piston seal NBR

4 | Rod cover/Bearing Aluminum alloy 20 | Rod seal NBR

5 | Head cover Special steel Note 2) 21 | O-ring NBR

6 | Plate Aluminum alloy Hard anodized 22 | Head cover B Aluminum alloy Nickel plated

7 | Piston A Aluminum alloy Chromated 23 | Seal retainer Aluminum alloy

8 | Piston B Aluminum alloy Chromated 24 | Port spacer Aluminum alloy

9 | Bumper A Polyurethane 25 | Steel ball Special steel Hard chrome plated
10 | Magnet Magnetic material 26 | Snap ring B Special steel Nickel plated
11 | Bumper bolt Carbon steel Nickel plated

12 | Hexagon nut Carbon steel Nickel plated

13 | Bumper B Polyurethane

14 E:;(g%gg ngg;t Chromium steel Nickel plated

15 E::ggs:? :;.:I‘(;t Chromium steel Nickel plated

16 | Snap ring Special steel Nickel plated

Note 1) Stainless steel for CXSM®6.
Note 2) Anodized aluminum alloy for CXSM6.
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Additional information

Catalogue

CXS_EU.pdf

Related Products

i~
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RBC
RB, Shock Absorber

SYJ3120
SYJ3000, 5 Port Solenoid Valve, Base Mounted & Body Ported

AC10A
AC10A-60A (WL), Modular Type, Filter Regulator, Lubricator

IDK02-100
IDK, Moisture Control Tubing (Fluoropolymer)

TU0212C-20
TU, Polyurethane Tubing, Metric Size

KQ2H02-M5A
KQ2H, One-touch Fitting White Color - Male Connector

AS1201F-M5-02

Data Sheet - CXSM10-10

AS*2/3*1F-A, Speed Controller with One-touch Fitting, Push Lock, Elbow/Universal Type
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https://content2.smcetech.com/pdf/CXS_EU.pdf
https://www.smc.eu/portal_ssl/WebContent/digital_catalog_2/jsp/view_product_configurator.jsp?dc_product_id=17869&part_number=RBC
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https://www.smc.eu/portal_ssl/WebContent/digital_catalog_2/jsp/view_product_configurator.jsp?dc_product_id=49694&part_number=TU0212C-20
https://www.smc.eu/portal_ssl/WebContent/digital_catalog_2/jsp/view_product_configurator.jsp?dc_product_id=159160&part_number=KQ2H02-M5A
https://www.smc.eu/portal_ssl/WebContent/digital_catalog_2/jsp/view_product_configurator.jsp?dc_product_id=128718&part_number=AS1201F-M5-02
http://www.smc.eu
mailto:emcmarketing@smc.smces.es

