












Cable Cleats & Support Solutions
Multicleat & Multistrap System 
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PART NO.
 STANDARD

PART NO.
HEAVY DUTY

CABLE RANGE
MIN. (mm)

CABLE RANGE
MAX. (mm)

PACK 
QTY

377AB01 377AB51 24 34 5

377AB02 377AB52 30 41 5

377AB03 377AB53 37 47 5

377AB04 377AB54 43 54 5

377AB05 377AB55 50 60 5

377AB06 377AB56 56 67 5

377AB07 377AB57 63 73 5

377AB08 377AB58 69 80 5

- 377AB36 72 85 5

- 377AB37 82 95 5

- 377AB38 92 105 5

- 377AB39 102 115 5

- 377AB40 112 125 5

- 377AB41 122 135 5

- 377AB42 132 145 5

Multistrap is a strap complete with a tensioning clip, securing 
pin and winding key all made from highly corrosion resistant, 
non-magnetic stainless steel. For use as in intermediate support 
between Multicleats. 

FOR TREFOIL CABLE 

MULTISTRAP PLUS - STANDARD & HEAVY DUTY

Liners can be supplied for use with multicleats and multistraps and conform to 
BS6853.

LSOH LINERS

PART NO. SUITABLE FOR MULTICLEAT TYPE

377LSF01 01 - 04 inc.  /  51 - 54 inc.

377LSF02 05 - 09 inc.  /  36 - 37 inc.  /  55 - 59 inc.

SPECIFICATIONS:
MATERIAL: 
Stainless Steel

SERVICE TEMPERATURE 
RATING: 
-60˚C to +100˚C

24 to 145 mm diameter 
cables in trefoil groups in 
15 sizes. 

Used to bind the cables 
together. 

Standard duty, designed 
to have 2 loops of 0.38 
mm thick strap around 
the cables.

Heavy duty, designed to 
have 3 loops of 0.38 mm 
thick strap around the 
cables.

LFH
Low Fire

Hazard

LSF
Low Smoke 

& Fume 



Cable Cleats & Support Solutions
Trefoil Cleat: Aluminium Single Bolt
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SPECIFICATIONS:
MATERIAL: 
Aluminium 

SERVICE TEMPERATURE RATING:
-60˚C to +100˚C

STANDARDS:
BS 1490 - 1988 LMC

Aluminium single two bolt trefoil cleats 
are suitable for cables in trefoil groups 
from cable diameters 24mm to 76mm. 
They can be used with all types of 
cable routes, and are suitable for use 
at a maximum fault level of 30kA rms. 
Single fixing, with a plain finish which is 
suitable for indoor dry, industrial use, or 
in outdoor unpolluted areas. 

PART NO. CABLE RANGE 
MIN. (mm)

CABLE RANGE 
MAX. (mm)

BOX 
QTY

376AC01 24 25 10

376AC02 25 27 10

376AC03 27 28 10

376AC04 28 30 10

376AC05 30 32 10

376AC06 32 34 10

376AC07 34 35 10

376AC08 35 36 10

376AC09 36 38 10

376AC10 38 40 10

376AC11 40 41 10

376AC12 41 43 10

376AC13 43 44 10

376AC14 44 46 10

376AC15 46 48 10

376AC16 48 49 10

376AC17 49 51 10

376AC18 51 53 10

376AC19 53 54 10

376AC20 54 55.5 10

376AC21 55.5 57 10

376AC22 57 59 10

376AC23 59 60 10

376AC24 60 62 10

376AC25 62 63.5 10

376AC26 63.5 65 10

376AC27 65 66.5 10

376AC28 66.5 68 10

376AC29 68 70 10

376AC30 70 71.5 10

376AC31 71.5 73 10

376AC32 73 74.5 10

376AC33 74.5 76 10

LFH
Low Fire

Hazard



Cable Cleats & Support Solutions
Trefoil Cleat: Polyamide Two Bolt 
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This trefoil two bolt cleat is designed for cleating 
three single cables in a trefoil configuration, where 
low, medium or high short circuit withstand levels 
are required. The width of the clamping area 
provides a controlled pressure on the cable and 
avoids damage to the insulation. Its unique blend of 
chemical, electrical and physical properties makes 
it suitable for a wide range of industrial applications. 

PART NO. CABLE RANGE 
MIN. (mm)

CABLE RANGE 
MAX. (mm)

PACK 
QTY

U375AB01 27 38 36

U375AB02 38 51 36

U375AB03 51 69 16

U375AB04 69 90 16

U375AB05 90 118 9

SPECIFICATIONS:
MATERIAL: 
Glass Fibre reinforced Polyamide, 
Fire-Resistant, high UV and chemical 
resistance. Halogen-Free.

SERVICE TEMPERATURE RATING:
-40˚C to +125˚C
(with short periods at +225˚C)

RESISTANCE:
UV, Ozone, Frost.
Resistant to oils, acids, salts and other 
aggressive materials. Resistant to ionizing 
radiation - ideal for use in nuclear power 
plants. 

STANDARDS:
Approved to BS EN 61949: 2009 Cat 6.4.4
Tested by UL, Kema, Eaton & Centrilab.

A

HF
Halogen

Free


